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   DO NOT RETURN THIS FORM BY FAX OR EMAIL   DO NOT STAMP THIS BOX 

 

I. PROPERTY ADDRESS_________________________________________________________________________ 
 

NAME of BUSINESS/PROPERTY____________________________________________________________ 
 

The names, telephone numbers, postal and e-mail addresses requested below will be used for all subsequent communications relating to this application.  

Environment Department personnel cannot be responsible for illegible, incomplete or inaccurate contact information provided by applicants. 
 

 

II. APPLICANT__________________________________________________________________________________ 
 

 CONTACT NAME_______________________________ RELATIONSHIP TO PROPERTY___________________ 
 

 MAILING ADDRESS___________________________________________________________________ZIP_________ 
 

 PHONE ________________________________________ EMAIL_________________________________________ 
 

PROPERTY OWNER_______________________________   CONTACT NAME______________________________ 
 

 MAILING ADDRESS___________________________________________________________________ZIP_________ 
 

 PHONE ________________________________________ EMAIL_________________________________________ 
 

ARCHITECT______________________________________  CONTACT NAME_______________________________ 
 

 MAILING ADDRESS___________________________________________________________________ZIP_________ 
 

 PHONE ________________________________________ EMAIL_________________________________________ 
 

CONTRACTOR ___________________________________ CONTACT NAME_______________________________ 
 

 MAILING ADDRESS___________________________________________________________________ZIP_________ 
 

 PHONE ________________________________________ EMAIL_________________________________________ 
 

III. DESCRIPTION OF PROPOSED WORK 

A BRIEF OUTLINE OF THE PROPOSED WORK MUST BE GIVEN IN THE SPACE PROVIDED BELOW, OR THE 

APPLICATION WILL NOT BE ACCEPTED. This description provides the basis for the official notice and subsequent decision, and it 

must clearly represent the entirety of the project. Additional pages may be attached, if necessary, to provide more detailed information.  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

For Office Use Only 

 

APPLICATION #_______________________ 

 

RECEIVED____________________________ 

 

FEE________________________________ 

 

HEARING DATE________________________ 

APPLICATION 

CERTIFICATE of APPROPRIATENESS-or-

DESIGN APPROVAL-or-EXEMPTION 
 

 

 

Deliver or mail to:  

Environment Department 

Boston City Hall, Rm 709 

Boston, MA 02201  
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For more information, visit the website at: www.cityofboston.gov/landmarks 

Or contact the Environment Department at (617-635-3850) or at Boston City Hall, Room 709, Boston, MA 02201 

 

REQUIRED DOCUMENTATION: Please include all required documentation with this application; review instructions 

carefully for details. 
 

ESTIMATED COST OF PROPOSED WORK:  _________________________ 
 

IV. DULY AUTHORIZED SIGNATURES  (both required)  
 

The facts set forth above in this application and accompanying documents are a true statement made under penalty of perjury. 

 

APPLICANT___________________________________OWNER*_________________________________________ 
 

       *(If building is a condominium or cooperative, the chairman must sign.)  
 

 

PRINT_________________________________________PRINT___________________________________________ 

 
Environment Department personnel cannot be responsible for verifying the authority of the above individuals to sign this application.  

Misrepresentation of signatory authority may result in the invalidation of the application. 

UNSIGNED OR PARTIALLY SIGNED FORMS WILL BE REJECTED 
 

 

 
THIS APPLICATION IS NOT COMPLETE WITHOUT SIGNATURES, FEES AND REQUIRED DOCUMENTATION.  
The checklist below is for reference only: Please refer to the detailed application instructions for deadlines, fee 

schedule and required documentation specific to your proposal. 

 

COMPLETED APPLICATION FORM 

 

 

APPLICATION FEE (Check or money order made payable to City of Boston; see fee schedule in 

Instructions) 

 

 

DESCRIPTION OF WORK (A brief description must be included on the front page; additional pages of 

detailed information may be attached. Applications that only note “see attached” will not be accepted.) 

 

 

PHOTOS OF EXISTING CONDITIONS 

 

 

DRAWINGS AND SPECIFICATIONS AS REQUIRED (See “documentation requirements” in 

instructions) 
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DESCRIPTION OF PROPOSED WORK – 46 Clarendon St 

 

1. PREVIOUSLY APPROVED WORK: 

a. Repair and repoint existing brick masonry facades, cornices, and chimneys, as required. 

b. Clean, repair, and repoint existing brick masonry façades, as required. 

c. Repair existing brownstone decoration, lintels, and sills as required. Paint Benjamin Moore 

HC-69. 

2. Install (2) new skylights in enlarged openings at roof. Refer to spec. 

3. Repair and restore existing front stoop as required. 

4. Install new metal garden rail to complement neighboring rails. Paint black. Refer to drawings. 

5. Install new Pella Architect Series ‘6 over 6’ wood windows in existing window locations. Refer to 

attached drawings. 

6. Install new Pella Architect Series ‘2 over 2’ wood windows in existing dormer window locations. Refer 

to attached drawings. 

7. Install new rear deck at second floor with black metal railing. Install new wood and glass door for 

access. 

8. Install new wood and glass door system to rear patio at Garden Level. Refer to attached drawings. 

9. Expand existing rear dormer. Paint HC-69. Refer to attached drawings. 

10. Install new rear deck with black metal railings off of rear dormer. 

11. Install new wood and glass door in expanded rear dormer. Refer to attached drawings. 

12. Install new Pella Architect Series casement windows and transoms on rear. Refer to drawings. 

13. Install new copper gutters as required. 

14. Repair and restore existing front entry doors and door hardware. Paint door black. 

15. Install new pendant entry light. Refer to spec. 

16. Install new A/V intercom system at front entry brick return. 

17. Construct (2) new window wells at street level windows to complement neighboring window wells. 

Refer to attached drawings. 

18. Install (2) new star bolt tie backs at top floor on Clarendon St. façade. 
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FACADE ELEMENTS

OCTOBER 17, 2017

46 CLARENDON STREET
BOSTON, MA

4
KW

FRONT STOOP TO BE REPAIRED AND RESTORED, AS REQUIRED.
STAIR RAILING TO BE REPLACED TO MATCH NEIGHBORING RAILS.

REPAIR AND RESTORE STONE SILLS AND LINTELS, AS REQUIRED.
REPLACE WINDOWS WITH NEW PELLA ARCHITECT SERIES '6 OVER 6' WOOD WINDOWS
CREATE NEW WINDOW WELLS TO MATCH NEIGHBORING WINDOW WELLS.

REPAIR AND RESTORE EXISTING FRONT ENTRY DOOR AND HARDWARE.
INSTALL NEW PENDANT ENTRY LIGHT.



46 CLARENDON

REPLACE ALL EXISTING WINDOWS WITH 
NEW '6 OVER 6' PELLA ARCHITECT SERIES 
WOOD WINDOWS IN EXISTING MASONRY 
OPENINGS, TYP.

REMOVE EXISTING FIRE ESCAPE

(2) NEW WINDOW WELLS AND WINDOWS IN 
ENLARGED MASONRY OPENINGS; SIZE AND DETAIL 
TO MATCH NEIGHBORING WINDOW WELLS.

PREVIOUSLY APPROVED:
REPAIR AND REPOINT STONE 
LINTELS AND SILLS, AS REQUIRED. 
PAINT HC-69.

INSTALL NEW BLACK METAL RAIL AT FRONT YARD 
TO COMPLEMENT NEIGHBORING RAILS.

REPAIR AND RESTORE FRONT STOOP, AS REQUIRED.

REPLACE EXISTING ROOF WITH ECOSTAR SHINGLES.

REPAIR AND RESTORE EXISTING DORMER, AS REQUIRED. 
PAINT HC-69.

REPLACE EXISTING FRONT RAILING AT STAIR TO 
COMPLEMENT NEIGHBORING STAIR RAILS.

REPAIR AND RESTORE EXISTING 
FRONT DOOR AND HARDWARE. 

INSTALL NEW PENDANT AT ENTRY

INSTALL A/V SECURITY AND INTERCOM 
SYSTEM AT BRICK RETURN.

REPLACE EXISTING DORMER WINDOWS WITH NEW '2 OVER 2' 
PELLA ARCHITECT SERIES WOOD WINDOWS IN EXISTING 
MASONRY OPENINGS, TYP.

PREVIOUSLY APPROVED:
REPAIR, REPOINT, AND WASH FACADE, AS REQUIRED.

(2) NEW STAR BOLTS TO TIE BACK WALLS
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WINDOW WELL PRECEDENTS
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WINDOW WELL AT 44 CLARENDON STRRETWINDOW WELL AT 42 CLARENDON STRRET



BOTTOM OF WINDOW WELL 
@ 4" BELOW WINDOW SILL

NEW HISTORICALLY ACCURATE WOOD 
'6 OVER 6' DOUBLE HUNG WINDOW

8" THICK CAST IN PLACE RETAINING WALL, 
PAINTED TO MATCH GRANITE, TYP. AT 3 
SIDES. COORDINATE WITH STRUCTURAL

BRICK SURROUND AT PERIMETER 
OF WINDOW WELL

DRAINAGE GRAVEL AS REQUIRED, 
COORDINATE WITH STRUCTURAL.

FOOTING AS REQUIRED, COORDINATE 
WITH STRUCTURAL.

2
'-2

"

3'-5"
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PROPOSED FRONT YARD PLAN
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EXISTING GRANITE CURB

NEW METAL RAILING, 
PAINTED BLACK
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PROPOSED FRONT YARD RAILING
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1

PROPOSED FRONT YARD RAILING
PRECEDENT RAILING - FOUND AT 42/44 CLARENDON ST
PROPOSED RAILING TO WRAP UP STOOP STAIR TO MATCH PRECEDENT 



REAR AS OF RIGHT DECK

NEW PELLA ARCHITECT 
SERIES CASEMENT/FIXED 
WINDOWS IN EXPANDED 
MASONRY OPENINGS

NEW NANAWALL IN 
EXPANDED MASONRY 
OPENINGS. VERIFY M.O. 
WITH NANAWALL SYSTEM.

46 CLARENDON

NEW EXPANDED DORMER

NEW PELLA ARCHITECT SERIES 
CASEMENT/FIXED WINDOWS 
IN NEW MASONRY WALL.

NEW PELLA ARCHITECT 
SERIES CASEMENT/FIXED 
WINDOWS IN NEW 
MASONRY WALL.

NEW DECK WITH BLACK 
METAL RAILING

copyright: EMBARC Studio, llc.
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EXISTING REAR ELEVATION



NEW BLACK 
EPDM ROOF 

(2) NEW CURB-MOUNTED 
SKYLIGHTS IN ENLARGED 
ROOF OPENINGS.

NEW DECK BELOW

NEW ECOSTAR SHINGLES

EXPANDED DORMER

NEW BLACK METAL RAILING

TOP OF DECK

4" MAX.

METAL GUARDRAIL PAINTED 
BLACK, TYPICAL

3/4" SQUARE METAL PICKETS 

METAL  TOP RAIL, 1/2" X 2 1/2"

1
'-0

"

2" x  2" STEEL POST, BOLTED TO 
STRUCTURE BELOW, TYPICAL

copyright: EMBARC Studio, llc.
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ROOF PLAN
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SIZE TABLES

Wood and Aluminum-Clad Exteriors

Not to scale.

 = Fixed Unit Only

Traditional grille patterns shown. Refer to Clad / Wood Overview Section for additional patterns and profiles.

Venting transoms are available as casements or awnings.

Opening Dimensions

CLAD EXTERIOR UNITS: Dimensions shown in tables are rough opening dimensions.

WOOD EXTERIOR UNITS: Use frame dimension plus dimensions below.  
This dimension includes the use of standard 1-1/8" wood subsill.

FRAME ROUGH MASONRY

Brickmould Width Height Width Height

STD + 3/4" +1-7/8" + 3-1/8" + 3-1/8"

3-1/2" + 3/4" +1-7/8" + 6-3/8" + 4-3/4"

For clad and wood units with HurricaneShield® impact-resistant glass, see the product installation 
instructions or refer to local building code requirements.
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SIZE TABLES

Wood and Aluminum-Clad Exteriors

Not to scale.

(T) = Tempered glass due to aspect ratio.

Traditional grille patterns shown. Refer to Clad / Wood Overview Section for additional patterns and profiles.

Opening Dimensions
CLAD EXTERIOR UNITS: Dimensions shown in tables are rough 
opening dimensions.

WOOD EXTERIOR UNITS: Use frame dimension plus 
dimensions below. This dimension includes the use of standard 
1-1/8" wood subsill.

FRAME ROUGH MASONRY

Brickmould Width Height Width Height

STD + 3/4" +1-7/8" + 3-1/8" + 3-1/8"

3-1/2" + 3/4" +1-7/8" + 6-3/8" + 4-3/4"

For clad and wood units with HurricaneShield® impact-resistant glass, see the 
product installation instructions or refer to local building code requirements.3273
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Egress Notes:

Check all applicable local codes for emergency egress requirements. 

E  =  Window meets minimum clear opening of 24" height, 20" width, and 5.7 ft  2. 

E1 =  Window meets minimum clear opening of 24" height, 20" width, and 5.0 ft  2. 

E2 =  With optional side pivot hardware, window meets minimum clear opening of 24" height, 20" width, and 5.7 ft  2. 

E3 =  With optional side pivot hardware, window meets minimum clear opening of 24" height, 20" width, and 5.0 ft  2. 

See Design Data pages in this section for clear opening dimensions.

Clear opening (egress) information does not take into consideration the addition of a Rolscreen (or any other accessory) to the 
product. You should consult your local building code to ensure products with Rolscreens meet egress requirements.

Side pivot hardware reduces Performance class to 'R'.
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Scale 3" = 1' 0"

All dimensions are approximate.
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IN-SWING DOOR

DESIGN DATA

Wood and Aluminum-Clad Exteriors 

Miscellaneous Formulas

Miscellaneous Formulas

VISIBLE GLASS ACTUAL GLASS

DOORS
Width (Single Door) = Frame – 11-5/8"

Width (Double Door) = (Frame Width  /  2) –11-1/4" 
Height = Frame – 15-3/4"

Width (Single Door) = Frame – 10-5/8"

Width (Double Door) = (Frame Width  /  2) –10-1/4" 
Height = Frame – 14-3/4"

TRANSOMS — FIXED  FRAME 
DIRECT SET

Width = Frame – 3-1/4" 
Height = Frame – 3-1/4"

Width = Frame – 2" 
Height = Frame – 2"

TRANSOMS — FIXED  
CASEMENT

Width = Frame – 5-3/4" 
Height = Frame – 5-3/4"

Width = Frame – 4-3/8" 
Height = Frame – 4-3/8"

TRANSOMS — WIDE STILE 
CASEMENT

Width = Frame – 11-5/8" 
Height = Frame – 5-3/4"

Width = Frame – 10-1/4" 
Height = Frame – 4-3/8"

SIDELIGHTS Width = Frame – 6-5/8" 
Height = Frame – 15-3/4"

Width = Frame – 5-5/8" 
Height = Frame – 14-3/4"

CLAD AND WOOD

WIDTH HEIGHT

CLEAR OPENING

(@ 90º)

Width (Double Door—Active Panel) = (Frame / 2) – 5"

Width (Double Door—Both Panels) = Frame – 7-1/2"

Width (Single Door) = Frame – 5-5/16"

Height = Frame – 3-1/16"

CLEAR OPENING

(@ 172º)

Width (Double Door—Active Panel) = (Frame Width / 2) – 2-13/16"

Width (Double Door—Both Panels) = Frame – 3"

Width (Single Door) = Frame – 3-3/16"

Height = Frame – 3-1/16"

@ 90°
Width

CLEAR OPENING WIDTH

172°
Width

vent area of door.
Shaded portion shows
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To convert areas to square meters (m²), multiply square feet by 0.0929.



Designer Series Slate

Environmentally friendly synthetic slate roofing tiles proudly made in the USA

Pioneers of sustainable roofing since 1993

Sustainable Roofing

Beaver Tail  |  Beveled Edge  |  Chisel Point



Many unique shapes and designs have been seen in slate roofing 
throughout history. Designer Series Slate tiles allow building owners 

the opportunity to continue that expression of individuality. EcoStar LLC, 
the leading manufacturer of premium synthetic steep-slope roofing products, 
offers three classic shapes as part of the Designer Series Slate collection. Made 
with the same formulas and offering the same benefits as Majestic Slate™ and 
Empire Slate™, Designer Series Slate offers unlimited creative possibilities.

Designer Series Slate
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Advantages

•	 Weighs significantly less than natural slate

•	 Easy application keeps installation costs down

Architectural Flexibility

•	 The various styles of Designer Series Slate can 
be blended together with Majestic Slate or 
Empire Slate traditional tiles to create unique 
designs 

•	 Special shapes replicate those found in 
historical, carriage house and European 
architecture 

•	 Available in a wide array of standard and 
custom colors

•	 Available in three different shapes: Beaver Tail, 
Beveled Edge and Chisel Point

•	 Natural appearance of real slate roofing

Strength & Durability

•	 Formulated to provide improved durability   
and superior protection from extreme weather 
conditions that include wind, hail and driving 
rain

•	 Significant life cycle savings

Warranty Options

•	 50-Year Limited Material Warranty available

•	 50-Year Gold Star Labor & Material Warranty 
available

•	 110 mph Wind Warranty available

Environmental Sustainability

•	 Manufactured with post-industrial recycled     
rubber and plastics

Technical Information

•	 UL listed Class A fire resistance (UL 790)

•	 UL listed Class C fire resistance (UL 790)

•	 UL listed wind resistance to 110 mph (D3161)

•	 UL Class 4 impact resistance (UL 2218)

•	 Prolonged UV Exposure (ASTM G155)

•	 ICC-ES, AC07 approved 
        (ESR-1715	& ESR-3325)

•	 Contributes to LEED® points

•	 Manufactured in strict adherence to                  
ISO 9001:2008 Quality Management

Note: Sample pieces, photographs or color samples may not accurately represent the true color level or variations of color blends that will appear 
on the roof. Before installation, ten tiles or so should be laid out and reviewed for conformity to desired color level. If color levels are unsatisfactory, 
advise your dealer before proceeding with installation. Colors and specifications are subject to change without notice. EcoStar is not liable for color 
variations or shading. Tiles must be randomly blended for best results. Limited warranties carry terms and conditions. 

42 Edgewood Drive | Holland, NY 14080 

800.211.7170  |  www.ecostarllc.com

Chisel Point

Chisel Point tiles form a beautiful diamond pattern on 
the roof, reminiscent of European roof designs.

Beaver Tail

The rounded look makes this classic slate tile perfect 
for designing unique roof patterns or creating a true 
carriage house appeal.

Beveled Edge

The look of scalloped edges in a hexagonal pattern 
makes beveled edge tiles a classic. This rare style 
can be intermixed with traditional slate tiles or used 
separately for historical applications.

Available Colors:

Majestic Slate 11 color palette, Empire Slate 12 color palette, 
and a wide range of custom colors.
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