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DRAWING NUMBER:

DRAWING NAME:

REVISIONS:

DATE:

PROJECT NUMBER:

Lobby Improvements
745 Boylston Street
Boston, MA, 02116

17040.00

DECEMBER  22, 2017

Upland Capital Corporation

CLIENT

745 Boylston Street

Boston, MA 02116

617.226.8200

Cosentini Engineering 

MEP/FP Engineers

101 Federal Street, Suite 600

Boston, MA 02110

617.494.9090

LAM Partners

Lighting Consultant

84 Sherman Street

Cambridge, MA 02140

978.296.6200

McNamara/Salvia

Structural Engineer

101 Federal Street, Suite 11

Boston, MA 02110

617.737.0040

ISSUED FOR
PERMIT

ENLARGED ENTRY
CANOPY DETAILS

AS NOTED

A900

6

7

F E.8

AVERAGE SETBACK OF ADJACENT
PROPERTIES

101

3

A-900

3
"

8

2

A900

7

A-900

6

A-900 6
'-
0
"

3
"

NEW MC 6 X 18 FRAMING AT PERIMETER
WITH MITERED CORNERS AT THE ENDS.

PROVIDE PITCH AT 1/8" PER/FT SEE PLAN
AND STRUCTURALS FOR ADDITIONAL

INFORMATION

NEW  (2) L6 X 3 1/2"  WELDED TO NEW
HSS HEADER AT ENTRY AND NEW

CHANNEL AT PERIMETER. PROVIDE PITCH
AT 1/8" PER/FT. SEE PLAN AND

STRUCTURALS FOR ADDITIONAL
INFORMATION

NEW STAINLESS STEEL TRI-PYRAMID
GLASS STAND-OFF BRACKETS. ABOVE TO

SUPPORT NEW GL-2 CANOPY. PROVIDE
PITCH AT 1/8" PER/FT.

NEW HSS 10 X 8 X 3/8" POST EACH SIDE
TO EXTEND FROM SLAB TO SLAB AND

SUPPORT NEW HSS 12 X 6 X 5/16
HEADER. SEE PLAN AND STRUCTURALS

FOR ADDITIONAL INFORMATION

NEW RWL EACH SIDE TO TO CONNECT TO
BLDG STORM WATER RUNOFF AS

REQUIRED. SEE ENGINEERED PLUMBING
DRAWINGS FOR ADDITIONAL

INFORMATION. SIZE GUTTER SYSTEM FOR
60 S.F. OF ROOF AREA..

8'-3 1/2"

NEW C6 CHANEL AT SIDE AND HEAD
CONDITIONS. PROVIDE NEW CARDREADER
AND SECURITY CONTOLS AT THIS BAY. SEE

DTAIL FOR ADDITIONAL INFORMATION.

EXISTING DECRATIVE PIERS TO REMAIN.
NO CHANGE. TYPICAL BOTH SIDES OF

ENTRY.

PROVIDE NEW GRANITE PAVER AND
UNDERLAYMENT AS REQUIRED TO MATCH

EXISTING AT LOCATION WHERE THE
EXISTING DOOR AND THRESHOLD HAS

BEE REMOVED. COORDINATE DETAILNG
WITH ARCHITECT.

5

A-900

1
2
'-1

1
 3

/4
"

F E.8

1

A-900

4

A-900

NEW STOREFRONT TRANSOM WINDOW
ABOVE

NEW PAIR OF 3'-0" X 9'-0" METAL DOORS
WITH CUSTOM METAL SCREEN GRATES AT

EACH SIDE OF GLASS.

NEW ILLUMINATED TENANT SIGNAGE
MOUNTED TO CANOPY.

NEW C6 CHANEL AT SIDE AND HEAD
CONDITIONS. PROVIDE NEW CARDREADER
AND SECURITY CONTOLS AT THIS BAY. SEE

DTAIL FOR ADDITIONAL INFORMATION.

LINE OF EXISTING STONE PIER BEYOND.

NEW HSS 8 X 6 X 3/8 AT HEADER TO SPAN
BETWEEN POSTS UP-DN AND ENDS. SEE

PLAN AND STRUCTURALS FOR
ADDITIONAL INFORMATION.

NEW MC 6 X 18 FRAMING AT PERIMETER
WITH MITERED CORNERS AT THE ENDS.

PROVIDE PITCH AT 1/8" PER/FT. SEE PLAN
AND STRUCTURALS FOR ADDITIONAL

INFORMATION

NEW 1" THICK LAMINATED GLASS ON
STAINLESS STEEL TRI-PYRAMID GLASS
STAND-OFF BRACKETS. GL-4. PROVIDE

PITCH AT 1/8" PER/FT.

PTD. STEEL PLATES GUTTER  SYSTEM.
SIZE GUTTER SYSTEM FOR 60 S.F. OF

ROOF AREA. SEE DETAIL FOR ADDITIONAL
INFORMATION

6, 7

A-900

PROVIDE NEW GRANITE PAVER AND
UNDERLAYMENT AS REQUIRED TO MATCH

EXISTING AT LOCATION WHERE THE
EXISTING DOOR AND THRESHOLD HAS

BEE REMOVED. COORDINATE DETAILNG
WITH ARCHITECT.

NEW HSS 8 X 6 X 3/8 AT HEADER TO SPAN
BETWEEN POSTS UP-DN AND ENDS. SEE

PLAN AND STRUCTURALS FOR
ADDITIONAL INFORMATION.

9
'-4

"

9
'-0

"

SCALE:

ENLARGED PLAN AT ENTRY CANOPY
1

1/2" = 1'-0"

SCALE:

ENLARGED SECTION AT ENTRY CANOPY
2

1/2" = 1'-0"

E.8

NEW 5/8" PLYWOOD ATTACHED PLYWOOD BACKING BEYOND. SCRIBE PLYWOOD AS REQUIRED FOR 

CORNER ANGLE TO SIT FLUSH AS SHOWN.

PROVIDE 1" x 1" x 1/8" (MTL-1) THICK POLISHED STAINLESS STEEL ANGLE BLIND FASTENED TO 

SOLID WOOD BLOCKING BEYOND. TYP AT VERTICAL SEAMS  IN PANELS. PROVIDE WOOD SPACER 

WITH POLISHED STAINLESS STEEL BREAKMETAL AS REQUIRED TO CONCEAL EXPOSED SURFACES 

AT 1/4" SEAM.

LINE OF MTL-1 BASE BELOW.

EXISTING ASSUMED PLYWOOD SUBSTRATE BEYOND.

EXISTING STUD WALL FRAMING BEYOND

NEW 5/8" PTD GWB FRAMED AS REQUIRED. HOLD TIGHT TO NEW COLUMN.

1/4" THICK GREY MIRROR (GL-1) GLUE APPLIED TO NEW 5/8" THICK PLYWOOD. MOUNT NEW 

PANELS TO EXISTING PLYWOOD ON Z-CLIPS AS REQUIRED. SEE SHEET A701 FOR ADDITIONAL 

INFORMATION

NEW HSS 8 X 8 X 3/8" POST EACH SIDE TO EXTEND FROM SLAB TO SLAB AND SUPPORT NEW HSS 

12 X 6 X 5/16 HEADER. SEE PLAN AND STRUCTURALS FOR ADDITIONAL INFORMATION. 

1/4"

NEW RWL EACH SIDE TO TO CONNECT TO BLDG STORM WATER RUNOFF AS REQUIRED. SEE 

ENGINEERED PLUMBING DRAWINGS FOR ADDITIONAL INFORMATION. SIZE GUTTER SYSTEM FOR 60 

S.F. OF ROOF AREA..

NEW ENTRY DOOR WITH CUSTOM GRILLES. PROVIDE WOOD BLOCKING, BACKER ROD AND 

CAULKING AS REQUIRED.

ALIGN

NEW C6 CHANEL AT SIDE AND HEAD CONDITIONS. PROVIDE NEW CARDREADER AND SECURITY 

CONTOLS AT THIS BAY ON THE OPP.OSITE SIDE OF THE ENTRY DOORS. PROVIDE BACKER ROD AND 

CAULKING AS REQUIRED. ATTACH TO EXISTING PIER WITH ANGLES AS REQUIRED. SEE 

STRUCTURALS.

EXISTING PIER AT ENTRY. NO CHANGE.

LINE OF GUTTER SYSTEM ABOVE.

PROVIDE CONTINUOUS PLYWOOD BLOCKING IN WALL AS REQUIRED

SCALE:

ENLARGED PLAN AT ENTRY CANOPY JAMB
3

1 1/2" = 1'-0"

NEW MC 6 X 18 FRAMING AT PERIMETER WITH MITERED CORNERS AT THE ENDS. 

PROVIDE PITCH AT 1/8" PER/FT SEE PLAN AND STRUCTURALS FOR ADDITIONAL 

INFORMATION. PAINTED (PT-3)

NEW 1" THICK LAMINATED GLASS ON STAINLESS STEEL TRI-PYRAMID GLASS 

STAND-OFF BRACKETS. GL-4. 

3"

 EXISTING PIER AT ENTRY. NO CHANGE.

LINE OF NEW HSS 12 X 6 X 5/16  HEADER  BEYOND TO SPAN BETWEEN POSTS 

UP-DN AND ENDS. SEE PLAN AND STRUCTURALS FOR ADDITIONAL INFORMATION.

LINE OF NEW GUTTER BEYOND.

NEW STAINLESS STEEL TRI-PYRAMID GLASS STAND-OFF BRACKET WELDED TO TOP 

OF NEW STEEL CHANNEL. PROVIDE BUSHINGS AS REQUIRED BETWEEN STEEL AND 

STAINLESS STEEL .

LINE OF NEW  STOREFRONT BEYOND.

1/2" SQUARE DECORATIVE GRATE FASTENED TO STEEL SHIM BELOW WITH 

COUNTERSUNK FASTENERS. SEE DETAILS FOR ADDITIONAL INFORMATION

1/
2"

1"

1/
2"

PROVIDE 1/2" X 1" COUNTINUOUS BARSTOCK SHIMS WELDED TO CHANNEL. GRIND 

ALL WELDS SMOOTH. AT STEEL PAINTED PT-3.

NEW L6 X 3 X 1/2" SUPPORT ANGLES AT THE MIDDLE. PROVIDE PITCH AT 1/8" 

PER/FT SEE PLAN AND STRUCTURALS FOR ADDITIONAL INFORMATION. PAINTED 

(PT-3)

NEW 1" THICK LAMINATED GLASS ON STAINLESS STEEL TRI-PYRAMID GLASS 

STAND-OFF BRACKETS. GL-4. 

PLYWOOD, MISC BLOCKING AS REQUIRED CLAD WITH BREAKMETAL.

LINE OF NEW HSS 12 X 6 X 5/16  HEADER  BEYOND TO SPAN BETWEEN POSTS 

UP-DN AND ENDS. SEE PLAN AND STRUCTURALS FOR ADDITIONAL INFORMATION.

LINE OF NEW GUTTER BEYOND.

NEW STAINLESS STEEL TRI-PYRAMID GLASS STAND-OFF BRACKET WELDED TO TOP 

OF NEW STEEL CHANNEL. PROVIDE BUSHINGS AS REQUIRED BETWEEN STEEL AND 

STAINLESS STEEL .

LINE OF NEW  STOREFRONT BEYOND.

NEW DOWNLIGHTS AS SPECIFIED. COORDINATE LOCATIONS WITH RCP

PROVIDE CONDUIT FEEDS THROUGH CHASE AS REQUIRED.

1/
2"

1"

1/
2"

1/2" SQUARE DECORATIVE GRATE FASTENED TO STEEL SHIM BELOW WITH 

COUNTERSUNK FASTENERS. SEE DETAILS FOR ADDITIONAL INFORMATION

PROVIDE 1/2" X 1" COUNTINUOUS BARSTOCK SHIMS WELDED TO CHANNEL. GRIND 

ALL WELDS SMOOTH. AT STEEL PAINTED PT-3.

SCALE:

ENLARGED SECTION THROUGH HEAD DETAIL AT ENTRY
5

1 1/2" = 1'-0"

NEW HSS 8 X 6 X 3/8 AT HEADER TO SPAN BETWEEN POSTS UP-DN AND ENDS. SEE PLAN AND 

STRUCTURALS FOR ADDITIONAL INFORMATION. PROVIDE SOLID WOOD BLOCKING AS REQUIRED

NEW PAIR OF 3'-0" X 9'-0" METAL DOORS WITH CUSTOM METAL SCREEN GRATES AT EACH SIDE OF GLASS.

PROVIDE PLYWOOD BLOCKING AND BREAKMETAL WRAP AT BEAM TO MATCH DOOR AND TRANSOM COLOR.

1 
1
/2

"

NEW C6 CHANEL AT SIDE AND HEAD CONDITIONS. PROVIDE NEW CARDREADER AND SECURITY CONTOLS AT 

THIS BAY. PROVIDE BACKER ROD AND CAULKING AS REQUIRED.

NEW 1" THICK LAMINATED GLASS ON STAINLESS STEEL TRI-PYRAMID GLASS STAND-OFF BRACKETS. GL-2. 

PROVIDE PITCH AT 1/8" PER/FT.

LINE OF CONTINUOUS STAINLESS STEEL GUTTER LINER WITH CONTINUOUS RUBBER ROOFIN MEMBRANE 

BETWEEN LINNER AND STEEL FRAME TO PROVIDE FOR SEPERATION OF DIFFERENTIAL MATERIALS.  PROVIDE 

CONCEALED INTERNAL PITCH TO DRAINS. WELD ALL SEAMS. SECURE LINER TO GUTTER STEEL AS REQ.

1/4" PTD. STEEL PLATES GUTTER  SYSTEM WELDED AND SCRIBED AS REQUIRED TO CATALIVERED TRUSS 

MEMBERS. SIZE GUTTER SYSTEM FOR 60 S.F. OF ROOF AREA. SEE DETAIL FOR ADDITIONAL INFORMATION

WELDED FLASHING SEAM AT STRUCTURAL MEMBER BEYOND. SEE DETAIL FOR ADDITIONAL INFORMATION. 

STEEL PLATE WITH CONTINUOUS WELDS EACH SIDE. PITCH PLATE FROM CENTER TO SIDES AT 1/8" PER 

FOOT. COORDINATE CLEARANCE REQUIRED BE LOW TRUSS MEMBERS TO PROVIDE PROPER DRAINAGE.

E.8

NEW 5/8" PTD GWB BEYOND FRAMED AS REQUIRED.

2 
1
/2

"

1 
1
/2

" 
V

ER
IF

Y

3"

5 1/2" VERIFY

ALIGN.

1"

SCALE:

ENLARGED SECTHION THROUGH HEADER BEAM
4

1 1/2" = 1'-0"

E.8F

NEW C6 CHANEL AT SIDE AND HEAD CONDITIONS. PROVIDE NEW CARDREADER AND SECURITY 

CONTOLS AT THIS BAY. PROVIDE BACKER ROD AND CAULKING AS REQUIRED.

NEW TRANSOM WINDOW ABOVE BEAM.

NEW 5/8" PTD GWB CEILING, HEADER AND JAMB BEYOND FRAMED AS REQUIRED.

EXISTING PIER AT ENTRY. NO CHANGE.

EXISTING SLAB. NO CHANGE.

EXISTING W 16 X 50. NO CHANGE.

NEW HSS 10 X 8 X 3/8" POST BEYOND EACH SIDE TO EXTEND FROM SLAB TO UNDERSIDE OF 

EXISTING W 16 X 50 BEAM AND SUPPORT NEW HSS 12 X 6 X 5/16 HEADER. SEE PLAN AND 

STRUCTURALS FOR ADDITIONAL INFORMATION. 

NEW GL-1 WALL. SEE ELEVATIONS

1/
2"

1/4"

SCALE:

SECTION AT INTERMEDIATE CANOPY SUPPORT
6

1 1/2" = 1'-0"

SCALE:

SECTION AT PERIMETER CANOPY SUPPORT
7

1 1/2" = 1'-0"

9
'-0

"

NEW 1" THICK LAMINATED 
GLASS ON STAINLESS STEEL 
TRI-PYRAMID GLASS 
STAND-OFF BRACKETS

NEW HSS SECTION AT HEADER 
TO SPAN BETWEEN POSTS 
UP-DN AND ENDS. SEE SHEET 
A900 FOR ADDITIONAL 
INFORMATION.

NEW STOREFRONT TRANSOM 
WINDOW ABOVE

NEW MC 6 X 18 AT FRONT AND 
SIDES. TYPICAL (3) SEE SHEET 
A900 FOR ADDITIONAL 
INFORMATION.

NEW PAIR OF 3'-0" X 
9'-0"METAL DOORS WITH 
CUSTOM METAL SCREEN 
GRATESE AT EACH SIDE OF 
GLASS.

NEW STEEL POSTS UP/DN. 
EXTEND FROM TOP OF 
GROUND FLOOR SLAB TO 
UNDERSIDE OF CONCRETE 
HEADER. SEE PLAN AN 
ELEVATION NOTES

NEW ILLUMINATED TENANT 
SIGNAGE MOUNTED TO 
CANOPY.

6 7

EXISTING WIDE FLANGE 
BEYOND.

EXISTING PAVERS AT GRADE 
TO REMAIN. NO CHANGE.

LINE OF PENDANT LIGHT 
BEYOND.

NEW L 6 X 3 1/2" CENTER OF 
CANOPY. TYPICAL (3) SEE 
SHEET A900 FOR ADDITIONAL 
INFORMATION.

7

A-900

6

A-900

3

A-900

2

A-900

745

SCALE:

ENLARGED ELEVATION AT ENTRYCANOPY 
8

1/2" = 1'-0"
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DECEMBER  22, 2017

Upland Capital Corporation
CLIENT

745 Boylston Street
Boston, MA 02116
617.226.8200

Cosentini Engineering 
MEP/FP Engineers

101 Federal Street, Suite 600
Boston, MA 02110
617.494.9090

LAM Partners
Lighting Consultant

84 Sherman Street
Cambridge, MA 02140
978.296.6200

McNamara/Salvia
Structural Engineer

101 Federal Street, Suite 11
Boston, MA 02110
617.737.0040

ISSUED FOR
PERMIT

ENLARGED ENTRY
CANOPY DETAILS

AS NOTED

A900

6

7

F E.8

AVERAGE SETBACK OF ADJACENT
PROPERTIES

101

3

A-900

3"
8

2

A900

7

A-900

6

A-900 6'
-0

"
3"

NEW MC 6 X 18 FRAMING AT PERIMETER
WITH MITERED CORNERS AT THE ENDS.

PROVIDE PITCH AT 1/8" PER/FT SEE PLAN
AND STRUCTURALS FOR ADDITIONAL

INFORMATION

NEW  (2) L6 X 3 1/2"  WELDED TO NEW
HSS HEADER AT ENTRY AND NEW

CHANNEL AT PERIMETER. PROVIDE PITCH
AT 1/8" PER/FT. SEE PLAN AND

STRUCTURALS FOR ADDITIONAL
INFORMATION

NEW STAINLESS STEEL TRI-PYRAMID
GLASS STAND-OFF BRACKETS. ABOVE TO

SUPPORT NEW GL-2 CANOPY. PROVIDE
PITCH AT 1/8" PER/FT.

NEW HSS 10 X 8 X 3/8" POST EACH SIDE
TO EXTEND FROM SLAB TO SLAB AND

SUPPORT NEW HSS 12 X 6 X 5/16
HEADER. SEE PLAN AND STRUCTURALS

FOR ADDITIONAL INFORMATION

NEW RWL EACH SIDE TO TO CONNECT TO
BLDG STORM WATER RUNOFF AS

REQUIRED. SEE ENGINEERED PLUMBING
DRAWINGS FOR ADDITIONAL

INFORMATION. SIZE GUTTER SYSTEM FOR
60 S.F. OF ROOF AREA..

8'-3 1/2"

NEW C6 CHANEL AT SIDE AND HEAD
CONDITIONS. PROVIDE NEW CARDREADER
AND SECURITY CONTOLS AT THIS BAY. SEE

DTAIL FOR ADDITIONAL INFORMATION.

EXISTING DECRATIVE PIERS TO REMAIN.
NO CHANGE. TYPICAL BOTH SIDES OF

ENTRY.

PROVIDE NEW GRANITE PAVER AND
UNDERLAYMENT AS REQUIRED TO MATCH

EXISTING AT LOCATION WHERE THE
EXISTING DOOR AND THRESHOLD HAS

BEE REMOVED. COORDINATE DETAILNG
WITH ARCHITECT.

5

A-900

12
'-1

1 
3/

4"

F E.8

1

A-900

4

A-900

NEW STOREFRONT TRANSOM WINDOW
ABOVE

NEW PAIR OF 3'-0" X 9'-0" METAL DOORS
WITH CUSTOM METAL SCREEN GRATES AT

EACH SIDE OF GLASS.

NEW ILLUMINATED TENANT SIGNAGE
MOUNTED TO CANOPY.

NEW C6 CHANEL AT SIDE AND HEAD
CONDITIONS. PROVIDE NEW CARDREADER
AND SECURITY CONTOLS AT THIS BAY. SEE

DTAIL FOR ADDITIONAL INFORMATION.

LINE OF EXISTING STONE PIER BEYOND.

NEW HSS 8 X 6 X 3/8 AT HEADER TO SPAN
BETWEEN POSTS UP-DN AND ENDS. SEE

PLAN AND STRUCTURALS FOR
ADDITIONAL INFORMATION.

NEW MC 6 X 18 FRAMING AT PERIMETER
WITH MITERED CORNERS AT THE ENDS.

PROVIDE PITCH AT 1/8" PER/FT. SEE PLAN
AND STRUCTURALS FOR ADDITIONAL

INFORMATION

NEW 1" THICK LAMINATED GLASS ON
STAINLESS STEEL TRI-PYRAMID GLASS
STAND-OFF BRACKETS. GL-4. PROVIDE

PITCH AT 1/8" PER/FT.

PTD. STEEL PLATES GUTTER  SYSTEM.
SIZE GUTTER SYSTEM FOR 60 S.F. OF

ROOF AREA. SEE DETAIL FOR ADDITIONAL
INFORMATION

6, 7

A-900

PROVIDE NEW GRANITE PAVER AND
UNDERLAYMENT AS REQUIRED TO MATCH

EXISTING AT LOCATION WHERE THE
EXISTING DOOR AND THRESHOLD HAS

BEE REMOVED. COORDINATE DETAILNG
WITH ARCHITECT.

NEW HSS 8 X 6 X 3/8 AT HEADER TO SPAN
BETWEEN POSTS UP-DN AND ENDS. SEE

PLAN AND STRUCTURALS FOR
ADDITIONAL INFORMATION.

9'
-4

"

9'
-0

"

SCALE:

ENLARGED PLAN AT ENTRY CANOPY1
1/2" = 1'-0"

SCALE:

ENLARGED SECTION AT ENTRY CANOPY2
1/2" = 1'-0"

E.8

NEW 5/8" PLYWOOD ATTACHED PLYWOOD BACKING BEYOND. SCRIBE PLYWOOD AS REQUIRED FOR 
CORNER ANGLE TO SIT FLUSH AS SHOWN.

PROVIDE 1" x 1" x 1/8" (MTL-1) THICK POLISHED STAINLESS STEEL ANGLE BLIND FASTENED TO 
SOLID WOOD BLOCKING BEYOND. TYP AT VERTICAL SEAMS  IN PANELS. PROVIDE WOOD SPACER 
WITH POLISHED STAINLESS STEEL BREAKMETAL AS REQUIRED TO CONCEAL EXPOSED SURFACES 
AT 1/4" SEAM.

LINE OF MTL-1 BASE BELOW.

EXISTING ASSUMED PLYWOOD SUBSTRATE BEYOND.

EXISTING STUD WALL FRAMING BEYOND

NEW 5/8" PTD GWB FRAMED AS REQUIRED. HOLD TIGHT TO NEW COLUMN.

1/4" THICK GREY MIRROR (GL-1) GLUE APPLIED TO NEW 5/8" THICK PLYWOOD. MOUNT NEW 
PANELS TO EXISTING PLYWOOD ON Z-CLIPS AS REQUIRED. SEE SHEET A701 FOR ADDITIONAL 
INFORMATION

NEW HSS 8 X 8 X 3/8" POST EACH SIDE TO EXTEND FROM SLAB TO SLAB AND SUPPORT NEW HSS 
12 X 6 X 5/16 HEADER. SEE PLAN AND STRUCTURALS FOR ADDITIONAL INFORMATION. 

1/4"

NEW RWL EACH SIDE TO TO CONNECT TO BLDG STORM WATER RUNOFF AS REQUIRED. SEE 
ENGINEERED PLUMBING DRAWINGS FOR ADDITIONAL INFORMATION. SIZE GUTTER SYSTEM FOR 60 
S.F. OF ROOF AREA..

NEW ENTRY DOOR WITH CUSTOM GRILLES. PROVIDE WOOD BLOCKING, BACKER ROD AND 
CAULKING AS REQUIRED.

ALIGN

NEW C6 CHANEL AT SIDE AND HEAD CONDITIONS. PROVIDE NEW CARDREADER AND SECURITY 
CONTOLS AT THIS BAY ON THE OPP.OSITE SIDE OF THE ENTRY DOORS. PROVIDE BACKER ROD AND 
CAULKING AS REQUIRED. ATTACH TO EXISTING PIER WITH ANGLES AS REQUIRED. SEE 
STRUCTURALS.

EXISTING PIER AT ENTRY. NO CHANGE.

LINE OF GUTTER SYSTEM ABOVE.

PROVIDE CONTINUOUS PLYWOOD BLOCKING IN WALL AS REQUIRED

SCALE:

ENLARGED PLAN AT ENTRY CANOPY JAMB3
1 1/2" = 1'-0"

NEW MC 6 X 18 FRAMING AT PERIMETER WITH MITERED CORNERS AT THE ENDS. 
PROVIDE PITCH AT 1/8" PER/FT SEE PLAN AND STRUCTURALS FOR ADDITIONAL 
INFORMATION. PAINTED (PT-3)

NEW 1" THICK LAMINATED GLASS ON STAINLESS STEEL TRI-PYRAMID GLASS 
STAND-OFF BRACKETS. GL-4. 

3"

 EXISTING PIER AT ENTRY. NO CHANGE.

LINE OF NEW HSS 12 X 6 X 5/16  HEADER  BEYOND TO SPAN BETWEEN POSTS 
UP-DN AND ENDS. SEE PLAN AND STRUCTURALS FOR ADDITIONAL INFORMATION.

LINE OF NEW GUTTER BEYOND.

NEW STAINLESS STEEL TRI-PYRAMID GLASS STAND-OFF BRACKET WELDED TO TOP 
OF NEW STEEL CHANNEL. PROVIDE BUSHINGS AS REQUIRED BETWEEN STEEL AND 
STAINLESS STEEL .

LINE OF NEW  STOREFRONT BEYOND.

1/2" SQUARE DECORATIVE GRATE FASTENED TO STEEL SHIM BELOW WITH 
COUNTERSUNK FASTENERS. SEE DETAILS FOR ADDITIONAL INFORMATION

1/
2"

1"

1/
2"

PROVIDE 1/2" X 1" COUNTINUOUS BARSTOCK SHIMS WELDED TO CHANNEL. GRIND 
ALL WELDS SMOOTH. AT STEEL PAINTED PT-3.

NEW L6 X 3 X 1/2" SUPPORT ANGLES AT THE MIDDLE. PROVIDE PITCH AT 1/8" 
PER/FT SEE PLAN AND STRUCTURALS FOR ADDITIONAL INFORMATION. PAINTED 
(PT-3)

NEW 1" THICK LAMINATED GLASS ON STAINLESS STEEL TRI-PYRAMID GLASS 
STAND-OFF BRACKETS. GL-4. 

PLYWOOD, MISC BLOCKING AS REQUIRED CLAD WITH BREAKMETAL.

LINE OF NEW HSS 12 X 6 X 5/16  HEADER  BEYOND TO SPAN BETWEEN POSTS 
UP-DN AND ENDS. SEE PLAN AND STRUCTURALS FOR ADDITIONAL INFORMATION.

LINE OF NEW GUTTER BEYOND.

NEW STAINLESS STEEL TRI-PYRAMID GLASS STAND-OFF BRACKET WELDED TO TOP 
OF NEW STEEL CHANNEL. PROVIDE BUSHINGS AS REQUIRED BETWEEN STEEL AND 
STAINLESS STEEL .

LINE OF NEW  STOREFRONT BEYOND.

NEW DOWNLIGHTS AS SPECIFIED. COORDINATE LOCATIONS WITH RCP

PROVIDE CONDUIT FEEDS THROUGH CHASE AS REQUIRED.

1/
2"

1"

1/
2"

1/2" SQUARE DECORATIVE GRATE FASTENED TO STEEL SHIM BELOW WITH 
COUNTERSUNK FASTENERS. SEE DETAILS FOR ADDITIONAL INFORMATION

PROVIDE 1/2" X 1" COUNTINUOUS BARSTOCK SHIMS WELDED TO CHANNEL. GRIND 
ALL WELDS SMOOTH. AT STEEL PAINTED PT-3.

SCALE:

ENLARGED SECTION THROUGH HEAD DETAIL AT ENTRY5
1 1/2" = 1'-0"

NEW HSS 8 X 6 X 3/8 AT HEADER TO SPAN BETWEEN POSTS UP-DN AND ENDS. SEE PLAN AND 
STRUCTURALS FOR ADDITIONAL INFORMATION. PROVIDE SOLID WOOD BLOCKING AS REQUIRED

NEW PAIR OF 3'-0" X 9'-0" METAL DOORS WITH CUSTOM METAL SCREEN GRATES AT EACH SIDE OF GLASS.

PROVIDE PLYWOOD BLOCKING AND BREAKMETAL WRAP AT BEAM TO MATCH DOOR AND TRANSOM COLOR.

1 
1/

2"

NEW C6 CHANEL AT SIDE AND HEAD CONDITIONS. PROVIDE NEW CARDREADER AND SECURITY CONTOLS AT 
THIS BAY. PROVIDE BACKER ROD AND CAULKING AS REQUIRED.

NEW 1" THICK LAMINATED GLASS ON STAINLESS STEEL TRI-PYRAMID GLASS STAND-OFF BRACKETS. GL-2. 
PROVIDE PITCH AT 1/8" PER/FT.

LINE OF CONTINUOUS STAINLESS STEEL GUTTER LINER WITH CONTINUOUS RUBBER ROOFIN MEMBRANE 
BETWEEN LINNER AND STEEL FRAME TO PROVIDE FOR SEPERATION OF DIFFERENTIAL MATERIALS.  PROVIDE 
CONCEALED INTERNAL PITCH TO DRAINS. WELD ALL SEAMS. SECURE LINER TO GUTTER STEEL AS REQ.

1/4" PTD. STEEL PLATES GUTTER  SYSTEM WELDED AND SCRIBED AS REQUIRED TO CATALIVERED TRUSS 
MEMBERS. SIZE GUTTER SYSTEM FOR 60 S.F. OF ROOF AREA. SEE DETAIL FOR ADDITIONAL INFORMATION

WELDED FLASHING SEAM AT STRUCTURAL MEMBER BEYOND. SEE DETAIL FOR ADDITIONAL INFORMATION. 

STEEL PLATE WITH CONTINUOUS WELDS EACH SIDE. PITCH PLATE FROM CENTER TO SIDES AT 1/8" PER 
FOOT. COORDINATE CLEARANCE REQUIRED BE LOW TRUSS MEMBERS TO PROVIDE PROPER DRAINAGE.

E.8

NEW 5/8" PTD GWB BEYOND FRAMED AS REQUIRED.

2 
1/

2"

1 
1/

2"
 V

ER
IF

Y

3"

5 1/2" VERIFY

ALIGN.

1"

SCALE:

ENLARGED SECTHION THROUGH HEADER BEAM4
1 1/2" = 1'-0"

E.8F

NEW C6 CHANEL AT SIDE AND HEAD CONDITIONS. PROVIDE NEW CARDREADER AND SECURITY 
CONTOLS AT THIS BAY. PROVIDE BACKER ROD AND CAULKING AS REQUIRED.

NEW TRANSOM WINDOW ABOVE BEAM.

NEW 5/8" PTD GWB CEILING, HEADER AND JAMB BEYOND FRAMED AS REQUIRED.

EXISTING PIER AT ENTRY. NO CHANGE.

EXISTING SLAB. NO CHANGE.

EXISTING W 16 X 50. NO CHANGE.

NEW HSS 10 X 8 X 3/8" POST BEYOND EACH SIDE TO EXTEND FROM SLAB TO UNDERSIDE OF 
EXISTING W 16 X 50 BEAM AND SUPPORT NEW HSS 12 X 6 X 5/16 HEADER. SEE PLAN AND 
STRUCTURALS FOR ADDITIONAL INFORMATION. 

NEW GL-1 WALL. SEE ELEVATIONS

1/
2"

1/4"

SCALE:

SECTION AT INTERMEDIATE CANOPY SUPPORT6
1 1/2" = 1'-0"

SCALE:

SECTION AT PERIMETER CANOPY SUPPORT7
1 1/2" = 1'-0"

9'
-0

"

NEW 1" THICK LAMINATED 
GLASS ON STAINLESS STEEL 
TRI-PYRAMID GLASS 
STAND-OFF BRACKETS

NEW HSS SECTION AT HEADER 
TO SPAN BETWEEN POSTS 
UP-DN AND ENDS. SEE SHEET 
A900 FOR ADDITIONAL 
INFORMATION.

NEW STOREFRONT TRANSOM 
WINDOW ABOVE

NEW MC 6 X 18 AT FRONT AND 
SIDES. TYPICAL (3) SEE SHEET 
A900 FOR ADDITIONAL 
INFORMATION.

NEW PAIR OF 3'-0" X 
9'-0"METAL DOORS WITH 
CUSTOM METAL SCREEN 
GRATESE AT EACH SIDE OF 
GLASS.

NEW STEEL POSTS UP/DN. 
EXTEND FROM TOP OF 
GROUND FLOOR SLAB TO 
UNDERSIDE OF CONCRETE 
HEADER. SEE PLAN AN 
ELEVATION NOTES

NEW ILLUMINATED TENANT 
SIGNAGE MOUNTED TO 
CANOPY.

6 7
EXISTING WIDE FLANGE 
BEYOND.

EXISTING PAVERS AT GRADE 
TO REMAIN. NO CHANGE.

LINE OF PENDANT LIGHT 
BEYOND.

NEW L 6 X 3 1/2" CENTER OF 
CANOPY. TYPICAL (3) SEE 
SHEET A900 FOR ADDITIONAL 
INFORMATION.

7

A-900

6

A-900

3

A-900

2

A-900

745

SCALE:

ENLARGED ELEVATION AT ENTRYCANOPY 8
1/2" = 1'-0"

8’-3”

4’-5”
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DRAWING NUMBER:

DRAWING NAME:

REVISIONS:

DATE:

PROJECT NUMBER:

Lobby Improvements
745 Boylston Street
Boston, MA, 02116

17040.00

DECEMBER  22, 2017

Upland Capital Corporation

CLIENT

745 Boylston Street

Boston, MA 02116

617.226.8200

Cosentini Engineering 

MEP/FP Engineers

101 Federal Street, Suite 600

Boston, MA 02110

617.494.9090

LAM Partners

Lighting Consultant

84 Sherman Street

Cambridge, MA 02140

978.296.6200

McNamara/Salvia

Structural Engineer

101 Federal Street, Suite 11

Boston, MA 02110

617.737.0040

ISSUED FOR
PERMIT

ENLARGED ENTRY
CANOPY DETAILS

AS NOTED

A900

6

7

F E.8

AVERAGE SETBACK OF ADJACENT
PROPERTIES

101

3

A-900

3
"

8

2

A900

7

A-900

6

A-900 6
'-
0
"

3
"

NEW MC 6 X 18 FRAMING AT PERIMETER
WITH MITERED CORNERS AT THE ENDS.

PROVIDE PITCH AT 1/8" PER/FT SEE PLAN
AND STRUCTURALS FOR ADDITIONAL

INFORMATION

NEW  (2) L6 X 3 1/2"  WELDED TO NEW
HSS HEADER AT ENTRY AND NEW

CHANNEL AT PERIMETER. PROVIDE PITCH
AT 1/8" PER/FT. SEE PLAN AND

STRUCTURALS FOR ADDITIONAL
INFORMATION

NEW STAINLESS STEEL TRI-PYRAMID
GLASS STAND-OFF BRACKETS. ABOVE TO

SUPPORT NEW GL-2 CANOPY. PROVIDE
PITCH AT 1/8" PER/FT.

NEW HSS 10 X 8 X 3/8" POST EACH SIDE
TO EXTEND FROM SLAB TO SLAB AND

SUPPORT NEW HSS 12 X 6 X 5/16
HEADER. SEE PLAN AND STRUCTURALS

FOR ADDITIONAL INFORMATION

NEW RWL EACH SIDE TO TO CONNECT TO
BLDG STORM WATER RUNOFF AS

REQUIRED. SEE ENGINEERED PLUMBING
DRAWINGS FOR ADDITIONAL

INFORMATION. SIZE GUTTER SYSTEM FOR
60 S.F. OF ROOF AREA..

8'-3 1/2"

NEW C6 CHANEL AT SIDE AND HEAD
CONDITIONS. PROVIDE NEW CARDREADER
AND SECURITY CONTOLS AT THIS BAY. SEE

DTAIL FOR ADDITIONAL INFORMATION.

EXISTING DECRATIVE PIERS TO REMAIN.
NO CHANGE. TYPICAL BOTH SIDES OF

ENTRY.

PROVIDE NEW GRANITE PAVER AND
UNDERLAYMENT AS REQUIRED TO MATCH

EXISTING AT LOCATION WHERE THE
EXISTING DOOR AND THRESHOLD HAS

BEE REMOVED. COORDINATE DETAILNG
WITH ARCHITECT.
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'-
0
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A-900

4

A-900

NEW STOREFRONT TRANSOM WINDOW
ABOVE

NEW PAIR OF 3'-0" X 9'-0" METAL DOORS
WITH CUSTOM METAL SCREEN GRATES AT

EACH SIDE OF GLASS.

NEW ILLUMINATED TENANT SIGNAGE
MOUNTED TO CANOPY.

NEW C6 CHANEL AT SIDE AND HEAD
CONDITIONS. PROVIDE NEW CARDREADER
AND SECURITY CONTOLS AT THIS BAY. SEE

DTAIL FOR ADDITIONAL INFORMATION.

LINE OF EXISTING STONE PIER BEYOND.

NEW HSS 8 X 6 X 3/8 AT HEADER TO SPAN
BETWEEN POSTS UP-DN AND ENDS. SEE

PLAN AND STRUCTURALS FOR
ADDITIONAL INFORMATION.

NEW MC 6 X 18 FRAMING AT PERIMETER
WITH MITERED CORNERS AT THE ENDS.

PROVIDE PITCH AT 1/8" PER/FT. SEE PLAN
AND STRUCTURALS FOR ADDITIONAL

INFORMATION

NEW 1" THICK LAMINATED GLASS ON
STAINLESS STEEL TRI-PYRAMID GLASS
STAND-OFF BRACKETS. GL-4. PROVIDE

PITCH AT 1/8" PER/FT.

PTD. STEEL PLATES GUTTER  SYSTEM.
SIZE GUTTER SYSTEM FOR 60 S.F. OF

ROOF AREA. SEE DETAIL FOR ADDITIONAL
INFORMATION

6, 7

A-900

PROVIDE NEW GRANITE PAVER AND
UNDERLAYMENT AS REQUIRED TO MATCH

EXISTING AT LOCATION WHERE THE
EXISTING DOOR AND THRESHOLD HAS

BEE REMOVED. COORDINATE DETAILNG
WITH ARCHITECT.

NEW HSS 8 X 6 X 3/8 AT HEADER TO SPAN
BETWEEN POSTS UP-DN AND ENDS. SEE

PLAN AND STRUCTURALS FOR
ADDITIONAL INFORMATION.

9
'-4

"

9
'-0

"

SCALE:

ENLARGED PLAN AT ENTRY CANOPY
1

1/2" = 1'-0"

SCALE:

ENLARGED SECTION AT ENTRY CANOPY
2

1/2" = 1'-0"

E.8

NEW 5/8" PLYWOOD ATTACHED PLYWOOD BACKING BEYOND. SCRIBE PLYWOOD AS REQUIRED FOR 

CORNER ANGLE TO SIT FLUSH AS SHOWN.

PROVIDE 1" x 1" x 1/8" (MTL-1) THICK POLISHED STAINLESS STEEL ANGLE BLIND FASTENED TO 

SOLID WOOD BLOCKING BEYOND. TYP AT VERTICAL SEAMS  IN PANELS. PROVIDE WOOD SPACER 

WITH POLISHED STAINLESS STEEL BREAKMETAL AS REQUIRED TO CONCEAL EXPOSED SURFACES 

AT 1/4" SEAM.

LINE OF MTL-1 BASE BELOW.

EXISTING ASSUMED PLYWOOD SUBSTRATE BEYOND.

EXISTING STUD WALL FRAMING BEYOND

NEW 5/8" PTD GWB FRAMED AS REQUIRED. HOLD TIGHT TO NEW COLUMN.

1/4" THICK GREY MIRROR (GL-1) GLUE APPLIED TO NEW 5/8" THICK PLYWOOD. MOUNT NEW 

PANELS TO EXISTING PLYWOOD ON Z-CLIPS AS REQUIRED. SEE SHEET A701 FOR ADDITIONAL 

INFORMATION

NEW HSS 8 X 8 X 3/8" POST EACH SIDE TO EXTEND FROM SLAB TO SLAB AND SUPPORT NEW HSS 

12 X 6 X 5/16 HEADER. SEE PLAN AND STRUCTURALS FOR ADDITIONAL INFORMATION. 

1/4"

NEW RWL EACH SIDE TO TO CONNECT TO BLDG STORM WATER RUNOFF AS REQUIRED. SEE 

ENGINEERED PLUMBING DRAWINGS FOR ADDITIONAL INFORMATION. SIZE GUTTER SYSTEM FOR 60 

S.F. OF ROOF AREA..

NEW ENTRY DOOR WITH CUSTOM GRILLES. PROVIDE WOOD BLOCKING, BACKER ROD AND 

CAULKING AS REQUIRED.

ALIGN

NEW C6 CHANEL AT SIDE AND HEAD CONDITIONS. PROVIDE NEW CARDREADER AND SECURITY 

CONTOLS AT THIS BAY ON THE OPP.OSITE SIDE OF THE ENTRY DOORS. PROVIDE BACKER ROD AND 

CAULKING AS REQUIRED. ATTACH TO EXISTING PIER WITH ANGLES AS REQUIRED. SEE 

STRUCTURALS.

EXISTING PIER AT ENTRY. NO CHANGE.

LINE OF GUTTER SYSTEM ABOVE.

PROVIDE CONTINUOUS PLYWOOD BLOCKING IN WALL AS REQUIRED

SCALE:

ENLARGED PLAN AT ENTRY CANOPY JAMB
3

1 1/2" = 1'-0"

NEW MC 6 X 18 FRAMING AT PERIMETER WITH MITERED CORNERS AT THE ENDS. 

PROVIDE PITCH AT 1/8" PER/FT SEE PLAN AND STRUCTURALS FOR ADDITIONAL 

INFORMATION. PAINTED (PT-3)

NEW 1" THICK LAMINATED GLASS ON STAINLESS STEEL TRI-PYRAMID GLASS 

STAND-OFF BRACKETS. GL-4. 

3"

 EXISTING PIER AT ENTRY. NO CHANGE.

LINE OF NEW HSS 12 X 6 X 5/16  HEADER  BEYOND TO SPAN BETWEEN POSTS 

UP-DN AND ENDS. SEE PLAN AND STRUCTURALS FOR ADDITIONAL INFORMATION.

LINE OF NEW GUTTER BEYOND.

NEW STAINLESS STEEL TRI-PYRAMID GLASS STAND-OFF BRACKET WELDED TO TOP 

OF NEW STEEL CHANNEL. PROVIDE BUSHINGS AS REQUIRED BETWEEN STEEL AND 

STAINLESS STEEL .

LINE OF NEW  STOREFRONT BEYOND.

1/2" SQUARE DECORATIVE GRATE FASTENED TO STEEL SHIM BELOW WITH 

COUNTERSUNK FASTENERS. SEE DETAILS FOR ADDITIONAL INFORMATION

1/
2"

1"

1/
2"

PROVIDE 1/2" X 1" COUNTINUOUS BARSTOCK SHIMS WELDED TO CHANNEL. GRIND 

ALL WELDS SMOOTH. AT STEEL PAINTED PT-3.

NEW L6 X 3 X 1/2" SUPPORT ANGLES AT THE MIDDLE. PROVIDE PITCH AT 1/8" 

PER/FT SEE PLAN AND STRUCTURALS FOR ADDITIONAL INFORMATION. PAINTED 

(PT-3)

NEW 1" THICK LAMINATED GLASS ON STAINLESS STEEL TRI-PYRAMID GLASS 

STAND-OFF BRACKETS. GL-4. 

PLYWOOD, MISC BLOCKING AS REQUIRED CLAD WITH BREAKMETAL.

LINE OF NEW HSS 12 X 6 X 5/16  HEADER  BEYOND TO SPAN BETWEEN POSTS 

UP-DN AND ENDS. SEE PLAN AND STRUCTURALS FOR ADDITIONAL INFORMATION.

LINE OF NEW GUTTER BEYOND.

NEW STAINLESS STEEL TRI-PYRAMID GLASS STAND-OFF BRACKET WELDED TO TOP 

OF NEW STEEL CHANNEL. PROVIDE BUSHINGS AS REQUIRED BETWEEN STEEL AND 

STAINLESS STEEL .

LINE OF NEW  STOREFRONT BEYOND.

NEW DOWNLIGHTS AS SPECIFIED. COORDINATE LOCATIONS WITH RCP

PROVIDE CONDUIT FEEDS THROUGH CHASE AS REQUIRED.

1/
2"

1"

1/
2"

1/2" SQUARE DECORATIVE GRATE FASTENED TO STEEL SHIM BELOW WITH 

COUNTERSUNK FASTENERS. SEE DETAILS FOR ADDITIONAL INFORMATION

PROVIDE 1/2" X 1" COUNTINUOUS BARSTOCK SHIMS WELDED TO CHANNEL. GRIND 

ALL WELDS SMOOTH. AT STEEL PAINTED PT-3.

SCALE:

ENLARGED SECTION THROUGH HEAD DETAIL AT ENTRY
5

1 1/2" = 1'-0"

NEW HSS 8 X 6 X 3/8 AT HEADER TO SPAN BETWEEN POSTS UP-DN AND ENDS. SEE PLAN AND 

STRUCTURALS FOR ADDITIONAL INFORMATION. PROVIDE SOLID WOOD BLOCKING AS REQUIRED

NEW PAIR OF 3'-0" X 9'-0" METAL DOORS WITH CUSTOM METAL SCREEN GRATES AT EACH SIDE OF GLASS.

PROVIDE PLYWOOD BLOCKING AND BREAKMETAL WRAP AT BEAM TO MATCH DOOR AND TRANSOM COLOR.
1 

1
/2

"

NEW C6 CHANEL AT SIDE AND HEAD CONDITIONS. PROVIDE NEW CARDREADER AND SECURITY CONTOLS AT 

THIS BAY. PROVIDE BACKER ROD AND CAULKING AS REQUIRED.

NEW 1" THICK LAMINATED GLASS ON STAINLESS STEEL TRI-PYRAMID GLASS STAND-OFF BRACKETS. GL-2. 

PROVIDE PITCH AT 1/8" PER/FT.

LINE OF CONTINUOUS STAINLESS STEEL GUTTER LINER WITH CONTINUOUS RUBBER ROOFIN MEMBRANE 

BETWEEN LINNER AND STEEL FRAME TO PROVIDE FOR SEPERATION OF DIFFERENTIAL MATERIALS.  PROVIDE 

CONCEALED INTERNAL PITCH TO DRAINS. WELD ALL SEAMS. SECURE LINER TO GUTTER STEEL AS REQ.

1/4" PTD. STEEL PLATES GUTTER  SYSTEM WELDED AND SCRIBED AS REQUIRED TO CATALIVERED TRUSS 

MEMBERS. SIZE GUTTER SYSTEM FOR 60 S.F. OF ROOF AREA. SEE DETAIL FOR ADDITIONAL INFORMATION

WELDED FLASHING SEAM AT STRUCTURAL MEMBER BEYOND. SEE DETAIL FOR ADDITIONAL INFORMATION. 

STEEL PLATE WITH CONTINUOUS WELDS EACH SIDE. PITCH PLATE FROM CENTER TO SIDES AT 1/8" PER 

FOOT. COORDINATE CLEARANCE REQUIRED BE LOW TRUSS MEMBERS TO PROVIDE PROPER DRAINAGE.

E.8

NEW 5/8" PTD GWB BEYOND FRAMED AS REQUIRED.
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5 1/2" VERIFY

ALIGN.

1"

SCALE:

ENLARGED SECTHION THROUGH HEADER BEAM
4

1 1/2" = 1'-0"

E.8F

NEW C6 CHANEL AT SIDE AND HEAD CONDITIONS. PROVIDE NEW CARDREADER AND SECURITY 

CONTOLS AT THIS BAY. PROVIDE BACKER ROD AND CAULKING AS REQUIRED.

NEW TRANSOM WINDOW ABOVE BEAM.

NEW 5/8" PTD GWB CEILING, HEADER AND JAMB BEYOND FRAMED AS REQUIRED.

EXISTING PIER AT ENTRY. NO CHANGE.

EXISTING SLAB. NO CHANGE.

EXISTING W 16 X 50. NO CHANGE.

NEW HSS 10 X 8 X 3/8" POST BEYOND EACH SIDE TO EXTEND FROM SLAB TO UNDERSIDE OF 

EXISTING W 16 X 50 BEAM AND SUPPORT NEW HSS 12 X 6 X 5/16 HEADER. SEE PLAN AND 

STRUCTURALS FOR ADDITIONAL INFORMATION. 

NEW GL-1 WALL. SEE ELEVATIONS

1/
2"

1/4"

SCALE:

SECTION AT INTERMEDIATE CANOPY SUPPORT
6

1 1/2" = 1'-0"

SCALE:

SECTION AT PERIMETER CANOPY SUPPORT
7

1 1/2" = 1'-0"

9
'-0

"

NEW 1" THICK LAMINATED 
GLASS ON STAINLESS STEEL 
TRI-PYRAMID GLASS 
STAND-OFF BRACKETS

NEW HSS SECTION AT HEADER 
TO SPAN BETWEEN POSTS 
UP-DN AND ENDS. SEE SHEET 
A900 FOR ADDITIONAL 
INFORMATION.

NEW STOREFRONT TRANSOM 
WINDOW ABOVE

NEW MC 6 X 18 AT FRONT AND 
SIDES. TYPICAL (3) SEE SHEET 
A900 FOR ADDITIONAL 
INFORMATION.

NEW PAIR OF 3'-0" X 
9'-0"METAL DOORS WITH 
CUSTOM METAL SCREEN 
GRATESE AT EACH SIDE OF 
GLASS.

NEW STEEL POSTS UP/DN. 
EXTEND FROM TOP OF 
GROUND FLOOR SLAB TO 
UNDERSIDE OF CONCRETE 
HEADER. SEE PLAN AN 
ELEVATION NOTES

NEW ILLUMINATED TENANT 
SIGNAGE MOUNTED TO 
CANOPY.

6 7

EXISTING WIDE FLANGE 
BEYOND.

EXISTING PAVERS AT GRADE 
TO REMAIN. NO CHANGE.

LINE OF PENDANT LIGHT 
BEYOND.

NEW L 6 X 3 1/2" CENTER OF 
CANOPY. TYPICAL (3) SEE 
SHEET A900 FOR ADDITIONAL 
INFORMATION.
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A-900
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A-900
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SCALE:

ENLARGED ELEVATION AT ENTRYCANOPY 
8

1/2" = 1'-0"
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