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Existing Proposed

LED Channel letters sign:
Non-illuminated Aluminum Panel Sign
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Specifications:
* 040 matte black aluminum panel w/ 
  Welded 1”x1” Galvanized tubing frame. 
* Apply white vinyl 

 
Sign installed in location shown on attached photo

 All Aluminum - glossy black finish
Gooseneck mounting arm
Size: 26 3/4" x 10" x 18 3/4"
Uses 1 200W Type A19 bulb
Rated for wet locations - Angled shade 

 2” THICKNESS 
ALUMINUM PANEL

ALUMINUM ENCLOSURE

LED POWER SUPPLY

4”  RETURN

1”  TRIMCAP

WHITE LED

 ACRYLIC FACE

1/4” DRAIN HOLES 

Specifications:
* 040 black aluminum panel w/ Welded 1”x1” Galvanized tubing frame. 
* 040  aluminum letter boxes 4” return w/ 1”  trimcap.
* 1/8”  and white acrylic faces.
* Internal white led lighting illumination, UL Listed.
* Letter boxes to be mounted on the panel.
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Sign installed in location shown on attached photo
This sign is intended to be installed in accordance with the requirement of Article 
600 of the National Electrical Code and/or other applicable local code. This includes
proper grounding and bonding of the sign.

Front-lit channel letters 

SIDE VIEW:



wall

2-1/2"

Each sign will be hold by 10 pieces of  awning “L” bracket

2” awning “L” bracket
      Finish: aluminum
Thickness: 3/16”

Lag Shield

           Size: 2-1/2”
     Material: steel
        Finish: zinc
Application: concrete, brick, stone
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