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EXISTING VIEWS
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EXTERIOR RENDERING - FRONT
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EXTERIOR RENDERING - SIDE
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EXTERIOR ELEVATIONS - FRONT
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NEW WALL MOUNTED EXTERIOR SIGNAGE

NEW ROOF MOUNTED SIGN IN THE SAME 
LOCATION AS PREVIOUS SIGN

EXISTING SHED ROOF TO REMAIN

NEW STOREFRONT AND GLAZING SYSTEM

NEW EXTERIOR BASE PAINT

NEW STONE BASE

NEW DOUBLE ENTRY DOORS

NEW PANELIZED COLUMNS

3M FROSTED GLASS 
FILM

STONE BASE - 
PORCELANOSA VANCOUVER 
CLASSICO

MATERIAL AND FINISHES

CHARCOAL 
ALUMINUM FINISH

ACCENT PAINT - 
BALBOA MIST OC-27

BASE PAINT - 
WISH AF-680

NEW WINDOW TO MATCH SIZE OF OTHER WINDOWS, 
ADD FROSTED WHITE GLASS FLIM
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EXTERIOR ELEVATIONS - SIDE

B
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EXISTING FIRE ESCAPE TO REMAIN
(SHOWN DASHED)
RED AREA OF UPPER TRIM PANELS TO 
BE MODIFIED AND PAINTED 

Boylston Street
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NEW STOREFRONT AND GLAZING 
SYSTEM

EXISTING FIRE DEPARTMENT CONNECTION 
TO REMAIN

EXISTING LOUVERS TO BE PAINTED

EXISTING WINDOW TO REMAIN, 
ADD FROSTED WHITE GLASS FLIM

NEW EXTERIOR PAINT THROUGH-
OUT, PATCH AND MATCH DAMAGED 
PANELING AS REQUIRED

NEW STONE BASE

REPAIR EXISTING BASE MATERIAL, 
COLOR TO MATCH EXTERIOR PAINT

NEW WALL MOUNTED 
EXTERIOR SIGNAGE

EXISTING SHED ROOF TO REMAIN

C
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UPPER TRIM PANELS ON 
THE GLOUCESTER STREET 
SIDE TO BE RECONFIGURED 
- CENTER PART COMES 
FORWARD, SIGNAGE TO BE 
WALL-MOUNTED, REFER TO 
ELEVATIONS

PANEL DETAIL:
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7' 
- 6

"

1' 
- 0

"
VA

RI
ES

SIDEWALK

LEVEL 1

TOP OF
STOREFRONT

EXISTING ROOF, 
TO REMAIN

NEW CURTAINWALL 
SYSTEM WITH 1" 
THICK INSULATED 
GLAZING UNITS

INTERIOR EXTERIOR

STOREFRONT DETAILS

AL
IG

N
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ER
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P

4"

8"
5/8"

5 1/2"
3/4"

3/4"
3/8" +/-

3/4" PLYWOOD SHEATHING
WRB

1X3 VERTICAL BATTENS 
SPACED @ 16" O.C.

FIBER CEMENT PANEL 

PEEL & STICK 
MEMBRANE FLASHING

BRAKE METAL DRIP EDGE

NEW STOREFRONT SYSTEM 
W/ 1" THICK INSULATED 
GLAZING UNITS

3/4
" J

T.
INTERIOR EXTERIOR

5/8" DRYWALL

R-22 MINERAL 
WOOL INSULATION

7 1/2"
5" 2 1/2"

1/2" +/-

WEEP

2X6 NOM. 
WOOD FRAMING

(2) LAYERS OF BACKER 
ROD AND SEALANT

2 1
/2"

6-MIL POLY VAPOR 
BARRIER BEHIND 
DRYWALL

LINE OF PIER BEYOND

DETAIL A - SHED SILL

SHED SECTION F - FRONT

B

A

DETAIL B - SHED HEAD/EAVE

3/4" PLYWOOD SHEATHING
WRB

1X3 VERTICAL BATTENS 
SPACED @ 16" O.C.

FIBER CEMENT PANEL

3/4" EXISTING 
FASCIA TO REMAIN

EXISTING ROOF 
TO REMAIN

INTERIOR

EXTERIOR

5/8" DRYWALL

NEW LVL HEADER

SHIM AT LVL AS REQUIRED

6-MIL POLY VAPOR 
BARRIER BEHIND DRYWALL

1/4
"

BRAKE METAL DRIP EDGE

PEEL & STICK 
MEMBRANE FLASHING

1X WOOD STRAPPING

5/8" DRYWALL

BUG SCREEN

NEW 3/4" PLYWOOD SOFFIT

NEW BATT 
INSULATION

NEW HURRICANE CLIPS

AIR GAP WITH BUG 
SCREEN

AL
IG
N

5/8" 1/4" 5 1/4" 3/4" 3/4" 3/8"

EXISTING RAFTERS

NEW CURTAINWALL SYSTEM W/ 1" 
THICK INSULATED GLAZING UNITS

7 1/2"

5" 2 1/2"

SEALANT AND 
BACKER ROD

COSMETIC SEALANT

2 1
/2"

LINE OF PIER BEYONDD

C
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STOREFRONT DETAILS

VA
RI

ES

R-22 MINERAL 
WOOL INSULATION

2X6 PT WOOD SILL PLATE 
FASTENED TO FOUNDATION 
WITH EXPANSION BOLTS

EXISTING SIDEWALK TO REMAIN

NEW THINSET STONE TILE BASE
ON EXISTING FOUNDATION

5/8"
5 1/2"

3/4"
3/4"

3/8"

6-MIL POLY VAPOR BARRIER 
BEHIND DRYWALL

5/8" DRYWALL

NEW FIBER CEMENT TRIM BOARD

LINE OF PIER BEYOND

NEW FIBER CEMENT PANEL

BUG SCREEN

BRAKE METAL DRIP EDGE

1X3 VERTICAL BATTENS SPACED 16" O.C.

WRB

PEEL & STICK MEMBRANE FLASHING, 
LAP OVER METAL FLASHING

8"

NEW FLOOR FINISH

NEOPRENE SILL SEALER

10 1/8"

BRAKE METAL FLASHING

DETAIL D - TYPICAL STONE BASE DETAILDETAIL C - TYPICAL JAMB DETAIL

9 3
/4"

5/8
"

7 1
/4"

3/4
"

3/4
"

3/8
" +

/-

3/4" PLYWOOD SHEATHING

WRB

1X3 VERTICAL BATTENS 
SPACED @ 16" O.C.

FIBER CEMENT PANEL 
AND TRIM BOARD

PEEL & STICK 
MEMBRANE FLASHING

NEW CURTAINWALL SYSTEM 
W/ 1" THICK INSULATED 
GLAZING UNITS

INTERIOR

EXTERIOR

R-22 MINERAL 
WOOL INSULATION

(2) LAYERS OF BACKER 
ROD AND SEALANT

6-MIL POLY VAPOR BARRIER 
BEHIND DRYWALL

ALIGN

5/8" DRYWALL

2 1
/2"

5"

7 1
/2"

SEALANT AND BACKER ROD
OVERLAP

4"

2X8 NOM. WOOD FRAMING

JT.
3/4" 2 1/2"

10
 1/

8"
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STOREFRONT DETAILS

FIBER CEMENT PANEL AND 
TRIM BOARD

1X3 VERTICAL BATTENS 
SPACED 16" O.C.
WRB

3/4" PLYWOOD SHEATHING

BUILT-UP 2X6 & 1/2" 
PLYWOOD FRAMING

3/4
" J

T

PEEL & STICK MEMBRANE FLASHING

BUG SCREEN

BRAKE METAL DRIP EDGE

LAP WRB OVER FLASHING

5" 2 1/2"

7 1/2"

5 1/2"

COSMETIC SEALANT

SEALANT AND BACKER ROD

NEW 5/8" DRYWALL

1X WOOD STRAPPING (CONT.)

AL
IG
N

NEW CURTAINWALL SYSTEM 
W/ 1" THICK INSULATED 
GLAZING UNITS

6-MIL POLY VAPOR BARRIER 
BEHIND DRYWALL

EXISTING ROOF AND 
RAFTERS TO REMAIN

EXISTING SLOPED 
ROOF BEYOND

NEW BATT INSULATION

VERTICAL 2X STUD UP TO 
EXISTING RAFTER

1' 
- 0

"
6' 

- 0
"

VA
RI

ES

SIDEWALK

LEVEL 1

TOP OF
STOREFRONT

INTERIOR EXTERIOR

EXISTING SLOPED 
ROOF BEYOND

NEW CURTAINWALL 
SYSTEM W/ 1" THICK 
INSULATED GLAZING 
UNITS
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DETAIL E - SLOPED CURTAINWALL HEADSHED SECTION G - SIDE
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STOREFRONT DOORS

MAIN ENTRANCE SIDE EGRESS DOOR

TYPICAL DOOR DETAILS

ALUMINUM FINISH

DOOR HARDWARE

CLEAR INSULATED 
GLAZING UNITS
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SIGNAGE

ROOF SIGN:
RED FACE LED ILLUMINATED LETTERS WITH GRAY RETURN. 3” THICK LETTERS.
RACEWAY MOUNTED. RACEWAY LOCATION IS THE SAME AS CURRENT RACEWAY FOR ROOF SIGNAGE

SANTANDER RED

ELEVATION A (BOYLSTON STREET) = 34 SF 
ELEVATION B (GLOUCESTER STREET) = 8.7 SF 
ELEVATION C = 11.4 SF   
TOTAL SIGNAGE AREA = 54.1 SF 

2’ - 2”

12’ - 0 3/8” (OVERALL LENGTH TO MATCH CURRENT WHISKEY’S SIGN)

2’
 - 

1 
1/

4”
1’

 - 
6”

1’
 - 

1 
1/

2”

SIDE ELEVATION SIGN:
RED FACE LED ILLUMINATED LETTER WITH GRAY RETURN. 1 1/2” THICK LETTER. MOUNTED TO 
STOREFRONT HORIZONTAL FRAMING MEMBER.

8’ - 1” 

1’
 - 

5”
1’

 - 
0”

9”

4’ - 0”

WALL MOUNTED SIGN:
RED FACE ILLUMINATED LETTERS WITH GRAY RETURN. 1 1/2” THICK LETTERS.

LED LIGHT SOURCE:
CONSISTENT WHITE LIGHT. SOLID RETURNS ON THE LETTERS.
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