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GENERAL REQUIREMENTS
1. ALL WORK SHALL BE IN COMPLIANCE WITH ALL APPLICABLE LOCALS BUILDING CODES AND REGULATIONS.
CONTRACTOR SHALL BE RESPONSIBLE FOR PERMITS APPLICABLE TO SPECIFIC TRADES OR SUBCONTRACTORS.

2. CONTRACTOR SHALL EXAMINE THE PREMISES AND SITE SO AS TO COMPARE THEM TO THE CONTRACT
DRAWINGS AND WILL BE FAMILIAR WITH THE EXISTING CONDITIONS OF THE BUILDING PRIOR TO SUBMISSION
OF BID NUMBER. ALLOWANCES ARE TO BE MADE TO INCLUDE ALL ITEMS OF WORK INCLUDING BOTH LABOR OR
MATERIALS FOR ALL NOTED, DETAILS, OR IMPLIED ITEMS REQUIRED TO ATTAIN THE COMPLETED CONDITIONS
PROPOSED IN THE DRAWINGS AND SPECIFICATIONS.

3. CONTRACTOR SHALL COORDINATE THE WORK OF ALL TRADES AND SUBCONTRACTORS AND SHALL BE
RESPONSIBLE FOR ANY ACTS, OMISSIONS,OR ERRORS OF THE SUBCONTRACTORS AND OR PERSON DIRECTLY
OR INDIRECTLY EMPLOYED BY THEM.

4. CONTRACTOR SHALL ASSUME SOLE RESPONSIBILITY FOR JOB SITE CONDITIONS INCLUDING THE SAFETY
OF PERSONS AND PROPERTY FOR THE DURATION OF THE PROJECT.

5. CONTRACTOR SHALL CONFORM TO ALL NEIGHBORHOOD ASSOCIATION RULES AND GUIDELINES.

6. ALL CONSTRUCTION MATERIALS AND SUPPLIES ARE TO BE STORED, HANDLED, AND INSTALLED
ACCORDING TO MANUFACTURERS' RECOMMENDATIONS.

7. IF ERRORS OR OMISSIONS ARE FOUND IN THE CONTRACT DOCUMENTS, THEY SHALL BE BROUGHT TO THE
ATTENTION OF THE ARCHITECT BEFORE PROCEEDING WITH THE WORK.

8. DRAWINGS SCHEMATICALLY INDICATE NEW CONSTRUCTION. THE CONTRACTOR SHALL ANTICIPATE,
BASED ON EXPERIENCE, A REASONABLE NUMBER OF ADJUSTMENTS TO BE NECESSARY TO MEET THE DESIGN
OBJECTIVES AND SHOULD CONSIDER SUCH ADJUSTMENTS AS INCLUDED IN THE SCOPE OF WORK.

9. WHEN SPECIFIC FEATURES OF CONSTRUCTION ARE NOT FULLY SHOWN ON THE DRAWINGS OR CALLED
FOR IN THE GENERAL NOTES, THEIR CONSTRUCTION SHALL BE OF THE SAME CHARACTER AS SIMILAR
CONDITIONS.

10. ALL DIMENSIONS ARE TO BE TAKEN FROM NUMERIC DESIGNATIONS ONLY; DIMENSIONS ARE NOT TO BE
SCALED OFF OF THE DRAWINGS.

DESIGN IS BASED ON THE INTERNATIONAL BUILDING CODE (IBC) 2009 AND THE MASSACHUSETTS BUILDING CODE
2009 AMENDMENTS. CONSTRUCTION SHALL CONFORM WITH ALL APPLICABLE SECTIONS.
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Cover / SiteA1.00

 3/32" = 1'-0"1 Site Plan

W.Springfield Street
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A1.04 Roof Plan
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A1.08 Details
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Site SurveyA1.01
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Structural NotesA1.02

General Structural Notes

1.1 Elevations & Dimensions
A. All dimensions, elevations and conditions shall be verified in the field

by the contractors and any discrepancies shall be brought to the attention of the
Engineer for clarification before proceeding with the affected part of the work.
Dimensions and elevations noted in the contract documents as (+/-) and all field
conditions shall be verified in the field by the contractor prior to submissions of
shop drawings

1.2 Building Code and Reference Standard
A. Massachusetts State Building Code 780 CMR - Eigth Edition
B. International Building Code 2009 w/ Mass. Amendments
C. ASCE/SEI 7-05, Minimum Design Loads for Buildings and Structures

1.3 Design Loads
A. Dead Loads: All permanent Stationary Construction.
B. Floor Live Load (uniform)

1. Residential 40 psf
2. Roof Snow Load Parameters: Where appropriate drifting snow
loads have been considered in accordance with Section 7.7 of

ASCE/SEI 7-05.
a) Ground Snow Load, Pg 45 psf
b)Flat Roof Snow Load, Pf 30 psf

C. Wind Load Parameters
1. Basic Wind Speed (3 Sec Gust) V=105 mph
2. Wind Importance Factor, I 1.0
3. Exposure B

Part 2- Wood Framing

2.1 Sawn Lumber
A. All lumber to be Spruce-Pine-Fir (NLGA) #2 or better and Kiln Dried.
B. All lumber noted as PT to be Pressure Treated
C. All PT Lumber must be redried after treatment to a maximum moisture
content of 19% and bear a stamp indicating KDAT or ADAT.

2.2  Laminated Veneer Lumber - LVL
A. LVL shall be approved equal or better grade as follows:

1. Doulgas fir or southern pine veneers
2. E >= 2,000,000 psi
3. Fb >= 2,600 psi
4. Fv >= 285 psi

B. Only LVL products with the above minimum properties will be
approved. Do not use LVL products that have been stored outdoors prior to
delivery to the job site. LVL must be stored flat and level off the ground, covered
and protected from weather.

2.3 Parallel Strand Lumber - PSL
A. PSL Shall be approved equal or better grade as follows:

1. E >= 1,800,000 psi
2. Fcll >= 2,500 psi

B. Only PSL products with the above minimum properties will be
approved. Do not use PSL products that have been stored outdoors prior to
delivery to the job site. PSL must be stored flat and level off the ground, covered
and protected from weather.

2.4 Veneer Plywood
A. Roof Sheathing: 3/4" APA rated Sturd-I-Floor Sheathing, Exposure 1.

2.5 Fasteners
A. Nails - Common Wire, hot-dipped galvanized per ASTM A153
B. Bolts: ASTM A307
C. Self Driving Screws: SDS Wood Screws by Simpson Strong - tie or

approved equal .
D. Connectors: Simpson Strong-toe pr approved equal. Provide nailing

specified by manufacturer to achieve full capacity of all connections and
hangers.E. Construction Adhesive: Conform to APA AFG-01

2.6 Framing Notes
A. Comply with all the relevant prescriptive requirements of 780 CMR 8th
edition of the Massachusetts State Building Code (UON) and the International
Residential Code.
B. Lag Screw Installation: Drill clearance holes for lag screws to depth equal to
length of unthreaded shank. Lead holes for threaded portion shall be 60% the
diameter of the unthreaded shank (clearance hole). Always drill clearance hole
to proper depth before drilling lead hole. Turn lag screws in place; do not drive
with a hammer.
C. Set carpentry to required levels and lines, with members plumb , true to line,
cut and fitted.
D. Produce joints which are tight, square and true with members assembled in
accordance with the drawings.
E. Do not use defective or damaged materials, such as cracked, split, warped,
kinked, twisted, gouged or dented framing. Do not use bent , cracked or rusted
connectors or fasteners.
F. Install horizontally-oriented members with high side "crown" up.
G. Clearance holes for bolts shall be a maximum of 1/16" greater than bolt
diameter.
H. Fasten roof sheathing to framing with 10d nails @ 4 in. OC at edges and 12
in OC in field.

5.7 Standard Spec
A. AF&PA NDS-05 Nation Design Specification for Wood Construction with
2005 Supplement.
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Roof/Deck FramingA1.03

 1/4" = 1'-0"1 Framing Plan  1 1/2" = 1'-0"2 Sistering

 1/4" = 1'-0"3 Deck Framing

Interior Bearing Wall
Up
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Roof PlanA1.04

 1/4" = 1'-0"1 Roof

General Note:

1) All Gas Plumbing items to handled intalled by
licensed plumber.

2) All electrical work to be preformed by licensed
electrician.

3) All Wood to be pressure treated wood & All
anchors to be galvanized.

5) Roof details should align with industry standard to
insure a waterproof roof.

6) Contractor to provide adequate waterproofing
during all phases of construction.

7) All Demo work is to be conducted in such a
manner as to protect remaining elements.
Remaining elements are to be protected as
required.
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3rd Floor PlanA1.05

 3/8" = 1'-0"1 Level 3

Underside of Stairs in Bathroom
to be GWB with Slope till equal to

existing ceiling - Painted
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SectionA1.06

 3/8" = 1'-0"2 Section A



Roof
35' - 0"

5' - 0"3' - 0"12' - 6"

45' - 0" +/-

W. Springfield Alley
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SectionA1.07

 3/32" = 1'-0"2 Sight Line Section
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DetailsA1.08

 1" = 1'-0"1 Railing Section

 3" = 1'-0"2 Roof Hatch Section @ Jamb

 3" = 1'-0"3 Roof Hatch Section @ Head & Sill

 1" = 1'-0"4 Composite Wall Section
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