
EXISTING
FENCE / GATE TO

BE REMOVED



PORTION OF
STONE WALL TO

BE REMOVED







FENCE @ 71 MONTGOMERY



FENCE @ 73 MONTGOMERY



FENCE @ 75 MONTGOMERY



FENCE @ 77 MONTGOMERY



FENCE @ 79 MONTGOMERY



FENCE @ 81 MONTGOMERY



FENCE @ 83 MONTGOMERY



FENCE @ 77 MONTGOMERY



1
4" = 1'-0"

SOUTH BUILDING ELEVATION

(E) ENTRY PILASTERS, BRACKETS
&TRIM- PATCH/ REPAIR/ REPAINT

REPAIR/ REPAINT (E)
PAINTED STONE STAIRS
AND TRIM AS REQUIRED

REPLACE (E) INTERCOM-
RECESSED IN JAMB

REPLACE (E) WINDOWS W/ NEW SASH/
FRAMES W/ INSULATED GLASS TRUE

DIVIDED LIGHT-78" WIDE MUNTIN WHERE
SHOWN- MAINTAIN SASH DIMENSIONS

TO MATCH ORIGINAL- INSTALL NEW 12
SCREENS- TYP. ALL EXIST. DOUBLE

HUNG WINDOWS (CURVED SASH AT
BAY)- REPLACE BRICK MOLD WITH NEW

TO MATCH EXISTING

(N) BRASS DOOR
HARDWARE

(E) DOOR FRAME & TRANSOM TO
REMAIN- RESTORE/ REPAINT

REFINISH (E) WOOD DOORS-
REPAIR OR REPLACE

COMPONENTS AS REQ'D

(E) WOOD DORMER TRIM AND
BRACKET TO REMAIN, TYP- PATCH/
REPAIR/ PAINT AS REQ'D

PATCH / REPAIR /
PAINT (E) STONE
HEADERS & SILLS, TYP

(E) WOOD CORNICE / FASCIA
PATCH/ REPAIR/ PAINT AS
REQUIRED

PROVIDE NEW CURVED WOOD
SASH W/ STRAIGHT INSUL. GLASS/
TRUE DIVIDED LIGHT- 78" WIDE
MUNTIN @ EXIST. STRAIGHT WOOD
SASH @ BAY- INSTALL NEW 12
SCREENS W/ CURVED T&B RAILS @
NEW CURVED BAY WINDOWS

(N) BRASS KICK PLATES

(E)COPPER GUTTERS  TO
REMAIN- REPAIR AS
REQ'D

(E) COPPER LEADER TO REMAIN
REPAIR/ CLEAN AS REQUIRED

REPLACE (E) CHAIN-LINK FENCE
WITH (N) METAL RAILING
SYSTEM - PTD BLACK - SEE
DETAIL 2 THIS SHEET

REMOVE (E) STL. HAND RAIL
SYSTEM - AND INSTALL (N)

HANDRAIL INBOARD OF STONE
CURB - SEE BUILDING SECTION

FOR DETAILS

CLEAN MASONRY & SPOT
POINT AS NECESSARY (TYP)

ALL (E) BRICK

(E) CHIMNEY- CLEAN
MASONRY & SPOT POINT AS
NECESSARY

(E) STONE
RETAINING WALL

RELOCATE (E) COPPER LEADER -
SEE SIDE ELEVATION

(E) WINDOW BAY - REPAIR AND
REPAINT WOOD TRIM, PANELING,
BRACKETS, MOLDING, AND CROWN
AS REQUIRED

NEW HEAT PUMP

REMOVE AND SALVAGE (E)
SLATE SHINGLES AT MANSARD

AND DORMER CHEEK WALLS-
RESET EXISTING AND PROVIDE

NEW TO MATCH WHERE
BROKEN

(E) CHIMNEY- CLEAN
MASONRY & SPOT

POINT AS NECESSARY

(N) DECK AND METAL
RAILING SYSTEM - SEE
DETAIL 1 THIS SHEET

NEW ENTRY
SCONCE (E) FENCE

REMOVE (E) COMBO STORM /
SCREEN SYSTEM - TYP.

REPLACE (E) LIGHT @ ENTRY

(N) MAIL SLOT

FRONT YARD FENCE ELEVATION
1" = 1'-0"

LAWLER STEEL
MOLDED COVER RAIL
MCRW

1

LAWLER CAST IRON
POST TOP 9301,
SPACER 9302, AND
BASE 9303 W/ 2"
EXTENSION - OVER 3"
TUBULAR STEEL POST

3
8" DIA. STEEL RING

3"
3"

LAWLER 9640-S CAST IRON
BALUSTER - CUT TO LENGTH

(E) STONE CURB

3
8" DIA. STEEL RING

TOP OF SIDEWALK

11
4" X 34" STEEL BAR

11
4" X 34" STEEL BAR

11
4" X 34" STEEL BAR

1'
-8

"

3'
-0

"

1
4" = 1'-0"

WEST BUILDING ELEVATION

(E) STONE
RETAINING WALL

RE-DIRECT COPPER DOWNSPOUT
TO REAR OF BUILDING

PROVIDE NEW CURVED WOOD
SASH W/ STRAIGHT INSUL. GLASS/

TRUE DIVIDED LIGHT- 7 8" WIDE
MUNTIN @ EXIST. STRAIGHT WOOD

SASH @ BAY- INSTALL NEW 12
SCREENS W/ CURVED T&B RAILS @

NEW CURVED BAY WINDOWS

PATCH / REPAIR
/ PAINT (E)
STONE SILLS,
TYP

(E) WOOD DORMER TRIM AND
BRACKET TO REMAIN, TYP- PATCH/

REPAIR/ PAINT AS REQ'D

CLEAN MASONRY & SPOT
POINT AS NECESSARY (TYP)

ALL (E) BRICK

REMOVE PORTION OF
(E) STONE
REATAINING WALL
AND INSERT (N)
CONCRETE CURB AND
(N) RAILING SYSTEM -
SEE DETAIL 2/A6
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