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SITE LOCATION & SITE PLAN



1. Replace existing damaged/broken railings at front stoop. Refer to attached drawings.

149 WEST NEWTON STREET

SURROUNDING CONTEXT
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DESCRIPTION OF PROPOSED WORK
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149 WEST NEWTON STREET

FRONT ENTRY RAILING

EXISTING Street Level
7.50

EXISTING Parlor Level
16.42

EXISTING Level 02
27.25

EXISTING Level 03
38.42

EXISTING Roof
48.42

Front Grade
8.50

PROPOSED Level 03
37.94

PROPOSED Parlor Level
17.71
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(E) IRON FENCE TO BE REPLACED

(E) STAIRS TO REMAIN.
CLEAN & RESTORE

(E) SECURITY BARS TO BE REMOVED

(E) OVERHANG, CORBELS AND TRIM TO REMAIN.
CLEAN & RESTORE
(PAINT TO BE CHARCOAL SLATE - BEN MOORE HC-178)
FLASHING TO BE REPLACED, COLOR TO MATCH

(E) WOOD WINDOWS TO REMAIN.
CLEAN & REFURBISH

(E) ENTRY WAY TRIM TO REMAIN
CLEAN & RESTORE
MAINTAIN PROFILE AS EXISTS AT COMPLETE JAMBS

(E) DOOR, TRANSOM TO REMAIN. 
CLEAN & REFURBISH
(PAINT TO BE BLACK - BEN MOORE HC-190)
GOLD LEAF NUMBER TO BE PROVIDED

BLDG TO BE WASHED W/ WATER ONLY TO WET 
SURFACES INITIALLY. DILUTED CLEANING PRODUCT 

TO BE APPLIED TO SURFACE & SCRUBBED INTO 
WALL. WALL TO BE RINSED W/ WATER

REPOINT BRICK AS REQUIRED 
MORTAR TYPICALLY TYPE N FOR REPOINTING 

OR A CUSTOM MIX TO MATCH EXISTING

ALL (E) STONE HEADERS AND SILLS TO BE 
CLEANED, RESTORED & PAINTED AS 

REQUIRED, TYP. (BEN MOORE HC-178)

ALL (E) CORNICES AND TRIM TO BE 
CLEANED & RESTORED AND PAINTED
(PAINT TO BE CHARCOAL SLATE - BEN MOORE HC-178)

(E) WOOD WINDOWS TO REMAIN.
CLEAN & REFURBISH

(E) WOOD WINDOWS TO REMAIN.
CLEAN & REFURBISH

SLATE TO REMAIN,
PATCH AND REPAIR AS REQUIRED

FLASHING TO BE REPLACED, COLOR TO MATCH

ALL (E) TRIM TO BE RESTORED & PAINTED

(E) ORNATE IRON RAILING TO BE REPLACED

HISTORICALLY ACCURATE 
WOOD DOUBLE HUNG WINDOW
"2 OVER 2" PELLA ARCHITECT SERIES TRADITIONAL

HISTORICALLY ACCURATE 
WOOD DOUBLE HUNG WINDOW

"1 OVER 1" PELLA ARCHITECT SERIES TRADITIONAL

GC TO V.I.F. ALL WINDOW SIZES BEFORE PURCHASE
DH1 DH2DH2

(E) ENTRY LIGHT, CLEAN & RESTORE

1
A130

PROPOSED Level 02
27.90

PROPOSED Street Level
8.60

Front Grade
8.50

(E) STAIRS TO REMAIN,
CLEAN & RESTORE

(E) STOOP TO BE REPAINTED
TO MATCH EXISTING BROWNSTONE

BLACK METAL RAILING 
@ 3'-0" OFF OF STAIR

Damage on existing front railings

Damage on existing front railings
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149 WEST NEWTON STREET

STREET PRECEDENTS
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163 WEST NEWTON ST.

116 WEST NEWTON ST.

Front Grade
8.50

(E) STAIRS TO REMAIN,
CLEAN & RESTORE

(E) STOOP TO BE REPAINTED
TO MATCH EXISTING BROWNSTONE

BLACK METAL RAILING 
@ 3'-0" OFF OF STAIR

Front Grade
8.50

(E) STAIRS TO REMAIN,
CLEAN & RESTORE

(E) STOOP TO BE REPAINTED
TO MATCH EXISTING BROWNSTONE

BLACK METAL RAILING 
@ 3'-0" OFF OF STAIR

Front Grade
8.50

(E) STAIRS TO REMAIN,
CLEAN & RESTORE

(E) STOOP TO BE REPAINTED
TO MATCH EXISTING BROWNSTONE

BLACK METAL RAILING 
@ 3'-0" OFF OF STAIR

OPTION 1

OPTION 2

OPTION 3



149 WEST NEWTON STREET 5

EXISTING RAILINGS:

Mismatching
Broken
Corroded
Missing Pieces


